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NOTICE

This report was prepared as an account of Government-~sponsored work.,
Neither the United States nor the National Aeronautics and Space
Administration (NASA), nor any person acting on behalf of NASA:

A) Makes any warranty or representation, expressed or implied,
with respect to the accuracy, completeness, or usefulness of
the information contained in this report, or that the use of
any information, apparatus, method, or process disclosed in
this report may not infringe privately-owned rights; or

B) Assumes any liabilities with respect to the use of, or for
damages resulting from the use of any information, apparatus,
method or process disclosed in this report.

As used above, “person acting on behalf of NASA" includes any
employee or confractor of NASA, or employee of such contractor, fo
the extent that such employee or contractor of NASA or employee of
such contractor prepares, disseminates, or provides access to, any
information pursuant to his employment or contract with NASA, or
his employment with such contractor.,
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1.0 SUMMARY

The high temperature tensile and stress-rupture properties of forged TDNiCr were evaluated
and related to thermomechanical variables and microstructure.  Test material was produced in
the form of nominally 0.38 cm (0. 15 inch) thick charinel die forged plates. Over 60 test
plates were prepared to examine different conditions of forging temperature and reduction

and in-process and final annealing conditions.

Forging temperature and final annealed condition had pronounced influences on grain size
which, in tum, was related to high temperature strength. The grain size developed in forged
" material spanned ~1 to 1000 um depending upon the combination of these two fabrication -
variables. An increase of grain size from 1 to 150 pm was followed by « 1366°K (2000°F)
tensile strength improvement from 14 to 128 MN/m (2 to 17 ksi). The stress to rupture
material in 100 hours at 1366°K (2000 F) increased from 14 to > 49 MN/m (2 to > 7 ksi) as
grain size changed from 10 to 1000 um. A strong texture and numerous very small twins were
observed for large grain material and may also contribute to strengthening. Thermomechanical
conditions, mechanical properties, and microstructure were related in the same manner for
test plates forged from preform material (thick TDNiCr plate commonly used for rolling stock),

or from round extruded bar.

Forging in the temperature range of 1255 to 1477°K (1800 to 2200°F) followed by annealing

at 1616°K (2450°F), an increase of total reduction, forging to continue the deformation in-
kerent in the starting material, a low forging speed, and prior deformation by extrusion, were
conditions which acted to optimize high temperature strength. The program results demonstrated
that the mechanical properties of TDNiCr sheet developed for space shuttle applications can

be achieved in forged material. Data were also obtained which indicated that the high tem-
perature strength of optimally forged material might possibly be increased further by shock

treatment.

e



2,0 INTRODUCTION

Materials of interest for advanced turbojet engine components must have a high strength to
weight ratio at temperatures of 1366°K (2000°F) and higher. One of the most promising types
of materials for meeting these property goals are dispersion strengthened alloys. The use of
TD-Nichrome (TDNiCr) had been considered by NASA for thermal protection of space shuttle
vehicles and a manufacturing development program was undertaken to prepare suitable sheet
for this applicu'rion.“' 2) The properties of dispersion strengthened alloys depend on both the
nature of the dispersoid distribution and thermomechanical processing. The properties of
TDNiCr sheet are very dependent on rolling history. Most dispersion atloys have been pro-
duced by extrusion and swaging or rolling but very little work has been reported on the effects
forging has on these materials. Therefore, this program was sponsored by NASA to determine

whether a novel forging procedure could be developed that would permit achievement of

properties in TDNiCr comparable to those produced by extrusion or rolling.

The purpose of the program described was to study the effect of various forging methods and
variables on the properties of TDN{Cr which was used as a "model system" for dispersion
strengthened materials. The program emphasis. was placed on relating forging variables to

mechanical properties, not on the ability to produce a specific part.

The specific objectives of this program were to determine: (1) Whether stress relieved dis~
persion strengthened powder metallurgy preforms could be converted into high strength plates
by semi-conventional or novel forging techniques, (2) Whether the properties of high strength
bar materials could be retained or improved by semi-conventional or nove! forging techniques
either with or without controlled thermomechanical processing, (3) Which forging variables

enhance the strengthening mechanisms of dispersion-strengthened alloys.
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(3,4)

A statistical approach using the Box Wilson method was employed to minimize the
number of forgings required to determine the optimum conditions. Emphasis was placed
upon defining the relationships between elevated temperature tensile and stress-rupture
properties and forging and annealing conditions. The role of microstructure in this rela-
tionship was examined. A forging procedure that optimized high temperature strength was

_established, and a thorough evaluation was made of material in this condition. This in~
cluded the measurement of preferred orientation, thoria particle characteristics, and the
temperature dependence of mechanical properties. In addition, experiments were run to

determine how the mechanical properties of forged material are influenced by prior de-

formation, forging velocity, and shock wave treatment.



3.0 MATERIALS AND EXPERIMENTAL PROCEDURES

The starting materials were obtained in the form of forged preforms measuring 30. 5 em x
30.5emx3.8em (12in. x 12 in. x 1.5 in}, ond 2. 85 cm (1-1/8 in. ) diameter extruded bar.
Preforms are commonly used for rolling stock. Both starting materials were prepared from
powders, and consolidated by hydrostatic compaction, sintering, and fabrication. Detailed
manufacturing, chemical analysis, mechanical property, and microstructure data are reported

for these materials in Appendixes A and B.

A major program effort involved establishing the relationship between thermomechanical con-
ditions, microstructure, and the high temperature strength of forged TDNiCr. This was accom-
plished by forging the starting materials into nominally 15 - 30 cm x 3.8 em x 0, 38 cm {6 -
12in. x 1.5 in. x 0.15 in.) test plates under a wide range of temperature and reduction con-
ditions. Forging was done in a slotted or channel die schematically shown in Figure 1. Detailed
descriptions of channel die forged plates and the forging equipment used are given in Appendixes
B and C. The thermomechanical variables of forging temperature and reduction, in-process
annealing temperature, and final annealed condition were examined over the ranges given in
Table 1. These variables were correlated with results of tensile and stress-rupture tests made

at 1366°K (2000°F) to measure their influence on high temperature strength, The assessment of
how each individual variable influenced strength was assisted by applying some techniques of
statistical analysis. Selected material was examined metallographically to determine if and

how microstructure and strength were related. Detailed descriptions of the evaluation methods

used are given in Appendix D.

A second major program effort involved a thorough metallurgical characterization of material
channel die forged to optimize high temperature strength. The temperature dependencies of

tensile and stress-rupture properties were evaluated. Microstructure and thoria particle
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A Schematic Representation of Channel Die Forging. Test plates measuring
15-30 cm x 3.8 cm x 0,38 cm (6-12in. x 1.5 in. x 0.15 in.) were forged

in this setup.



Table 1, The Ranges of Forging Variables Studied

Forging Reduction

In-process
Forging No. of Annealing Final Annealed
Temperature %/step Steps | % total Condition Condition
922 - 1477°K* 10 4 60 0.5 hr. at** | As-forged or
(1200-2200°F) to to to 1089 or Annealed
48 14 90 1144°K 0.5 =1.0hour
(1500 or at
1600°F) 1589 - 1616°K

(2400 - 2450°F)

* Two temperatures, a primary forging temperature used for initial breakdown and a
secondary forging temperature used for finish forging operations, were employed in

the preparation of several test forgings.

** Used in conjunction with lower forging temperatures,
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characteristics were examined by transmission electron microscopy. Preferred orientation
was measured., This material was also used to determine if a shock wave treatment of 2.3 x

1041'\AN/1'712 (3. 3 x 103 ksi) would impart additional high temperature strength.

The test material prepared on the two major projects discussed above was channel die forged
on a Mechanical Press. The individual experiments comprising these projects are detailed in
Appendix E. Included are the experiments of smaller companion projects such as the actual
forging of a turbine vane, and studies of how mechanical properties are influenced by forging
velocity (@ comparison of Mechanical Press with Dynapak forging), and by the deformation
history of the starting material. The results of statistical analyses, where performed, and

tabulated mechanical property data are also given in Appendix E.

A separate investigation relating microstructure to forging history was also undertaken. This
involved upset forging cylindrical coupons of TONiCr followed by microstructural examination
of the material as-forged and after high temperature heat treatment. A wide range of forging
and annealing temperatures and reductions were investigated. The results of this work pro-
vided a basis for guiding some aspects of the major forging experiments mentioned previously.

This entire project (experimental approach, results, and discussion) is reported in Appendix F.



4.0 RESULTS AND DISCUSSION

Data obtained on the program are summarized in graphic presentations and discussed under
three subsections entitled: 1) Thermomechanical Studies; 2) An Evaluation of Optimized
Material; 3) Forging Velocity, Prior Deformation and Shock Treatment Effects. Brief

introductory and/or summary statements are given at the beginning of each subsection,

Data are tabulated in Appendix E.
4,1 THERMOMECHANICAL STUDIES

Preform material and extruded bar stock were channel die forged (Figure 1) on o Mechanical
Press under a wide range of thermomechanical conditions (Table 1). Only forging temperature,
final annealed condition, and to a lesser extent total reduction, had significant influences

on high temperature strength. Relationships between strength and grain size were observed.

4,1.1 Strength and Forging Conditions

The relationships observed between high temperature tensile strength and the themomechanical
variables of forging temperature, total reduction, and final annecled condition are illustrated
in Figures 2 and 3. Tensile strength at 1366°K (ZOOQOF) is presented as functions of forging
temperature for as-forged material in Figure 2, and annealed moterial in Figure 3. A total of
49 test forgings are represented in these figures. An average tensile strength value was used
where more than one forging was fabricated at a given temperature. Where primary and
secondary forging temperatures were used in fabrication, the latter was defined as the forging
temperature. Fabrication differences related to the amount of reduction taken on each forging

step, the number of steps used, or use of primary forging and in-process annealing were ignored.

The influence total reduction had on high temperature strength was examined by comparing
preform material forged 60% and 80 to 90% at 977 and 1089°K (1300 and 1500°F). The
results obtained demonstrated, regardless of final condition, that material given the smaller

total forging reduction was lower in strength by ~15 ~ 20 MN/m2 {~2 = 3 ksi).
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Forging temperatures ranging in 56°K (100°F) increments from 922 to 1477°K (1200 to 2200°F)
were investigated for preform material reduced 80 - 90%. This data represents the majority of
test forgings prepared on the experimental task.  Only q few forgings were produced using
extruded bar stock, and forging temperatures:from 1200 to 1366°K (1700 to 2000°F) were
investigated. Where comparison was made, forging femperature generally had ¢ similar
influence on fensile strength, regardless of which forging stock was used. The results
representing each starting material do reveal some differences in strength at comparable
forging temperatures and in the relative positioning of each curve. These differences

are believed due primarily to insufficient results obtained on extruded bar material to
accurately define its behavior. The more detailed discussion of how elevated temperature
tensile strength and forging temperature are related, which is presented below, refers to

the preform data.

The tensile strength of as—forged material measured at 1366°K (ZOOOOF) improved from ~40
to 104 MN/m2 (~6 to 15 ksi) as forging temperature was increased from 922 to 1255°K |
(1200 to 1800°F); Figure 2. Further increase of forging temperature caused strength in the
as-forged condition to decrease to ~14 Ml\l/'m2 (~2 ksi). The tensile strength of annealed
material improved with increased forging temperature until a relatively constant level of

~1M Ml’\l/m2 (~ 16 ksi) was reached for material forged at or above 1255°K (1800°F);
Figure 3.

The tensile strength of TDNiCr sheet processed to optimize high temperature mechanical prop-
erties is 139 MN/m2 at 1366°K (20 ksi of 2(JOO°F)(T ). The information summarized in Figures
2 and 3 demonstrates that this strength level can be closely approached by properly forged

material.

11



Forgings fabricated from preform material and selected to cover the 1144 to 1477°K (1600 to
2200°F) forging temperature range were stress-rupture tested at 1366°K (2000°F). Data were
gathered for the annealed condition. These results are summarized in Figure 4 where rupture
life and test stress are related. Included in the figure are data for optimally processed

TDNICr sheet.

A general improvement in rupture strength occurred with increase of forging temperature, and
a maximum in this property was achieved at ~1366°K (~2000°F). Furthermore, the rupture
strength of material forged at or above 1255°K (1800°F) equaled or surpassed that of optimized
sheet. These points are more clearly illustrated in Figure 5 where 100 hour rupture sirength

levels (obtained from Figure 4) are plotted against forging temperature.

4,1.2 Strength and Microstructure

Tensile tested sumples representing the entire range of strength observed and all forging tem-
peratures and material conditions investigated were examined metallogrophically, Relation-
ships between grain size, forging temperature, and final annealed condition emerged and

are illustrated in Figure 6.

The grain size of material forged between 922 and 1255°K (1200 and 1800°F) was influenced
primarily by forging temperature and not by the final annealed condition or the type of starting
stock used. A grain size increase from ~5 to ~175 um occurred with increase of forging tem-
perature over this range. Forging temperature and final annealed condition both influenced
the grain size of material forged above 1255°K (1800°F), but this microstructural parameter
remained unrelated to the type of starting stock. Material forged at these temperatures and
tensile tested at 1366°K (2000°F) had an ~1 pm grain size. The same material had an

~1000-2000 pm grain size if annealed before testing.

12
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The data summarized in Figures 2, 3, and 6 indicated an obvious relationship between grain
size and tensile strength at 1366°K (ZOOOOF), which is illustrated in Figure 7. The strength
values of those tensile tested samples examined metallographically to obtain the data presented
in Figure 6, are plotted against grain size in Figure 7. Included in the figure are whatever

data were available for the two starting materials,

Tensile strength improved with increasing grain size until an asymptotic level of ~111 -
125 MN/m2 (~16 - 18 ksi) was reached for grain sizes of ~150 um or larger. This grain size

dependency of tensile strength was followed regardless of material condition or type.

The relationship between grain size and 100 hour rupture strength at 1366°K (2000°F) was also
examined, and the results are illustrated in Figure 8. Eight of the ten forgings whose stress-
rupture properties are summarized in Figures 4 and 5 are represented, An improvement of rupture
strength from ~17 to 44 MN/m2 (2.4 to 6. 3 ksi) accompanied a 13 to 150 um grain size in-
crease. Rupture strength was further improved by an increase of grain size to ~ 1000 pm, but

the response measured was markedly greater in two of the four cases examined. This material
displayed a rupture strength range of ~49 to 69 MN/m2 (~7 to 10 ksi). Some of the results
obtained for extremely large grain material may have been biased toward lower values due to

an insufficient number of grains in the gauge section of the test specimens.

The grain shape developed in forged material was generally similar regardless of grain size.
Grain dimensions measured parallel and perpendicular to the major deformation direction did
reveal aspect ratios which ranged up to 4,5, but in the majority of cases, large grain included,
they fell between 1 and 2*. i follows that the influences of grain size on high temperature
strength were observed under relatively constant conditions of grain shape. A direct dependency
of high temperature strength on grain aspect ratio, however, has been demonstrated for thoria

5)

dispersion hardened nickel alloys including TDNiCr The results of the present work in-

dicates that grain size alone can have a potent influence on the strength of TDNICr,

* See Table E-19.

16
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4,2 AN EVALUATION OF OPTIMIZED MATERIAL

From data presented in the previous section, it was concluded that forging at 1366°K (2000°F)
through an 80 to 90% reduction followed by annealing at 1616°K (2450°F), would be a
suitable procedure for maximizing high temperature strength (see Figures 3and 5). This
formed the basis for preparing optimized material for an extensive metallurgical evaluation.

It should be noted, that the work leading to this point investigated fabrication procedures on
which total deformation involved anywhere from 4 forging steps each of 48%, to 14 steps of
10% (Table 1). Total deformation was taken in 7 forging steps each of 28% for optimum
processing. This was thought to be a reasonable approximation to the practice typical of

turbine blade or vane forging.

Material prepared according to the forging and annealing procedure outlined above is referred
to as "optimally forged". lt should be understood that forging variables having some in-
fluence on high temperature strength other than just temperature and reduction, which are
discﬁssed in the next report section, were also maintained at their most favorable coﬁdifions

in the preparation of optimized material.

4.2.1 Tensile and Stress=Rupture Properties

Tensile properties were determined for optimally forged preform material over the temperature
range from ambient to 1477°K (2200°F), and for similarly processed bar stock at 1366°K
(ZOOOOF). These data are summarized in Figure 9.

A maijor decrease of tensile strength and ductility began at ~811°K (1 000°F). A'r 1366°K
(2000 F) these properhes for optimally forged preform material were 113 MN/m (16. 3 ksi)
and 2.2%. By comparison, optimally forged extruded bar exhibited strength and ductility
values of 128 MN/m2 (18. 5 ksi) and 7. 5%. Somewhat improved properties are apparently

induced by prior extrusion deformation. 1t should be pointed out, however, that the extruded
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stock was forged with its cylindrical axis placed along the length of the channel die. In

this manner, the directions of prior extrusion and subsequent forging deformation were kept
parallel. If this material is forged to produce deformation perpendicular to the original
extrusion direction, strength and ductility values below preform material are obtained. A
discussion of the influence that prior fabrication history has on forged properties is presented

in the next report section,

Stress-rupture behavior was examined for optimally forged preform material at 1033, 1235,
1366, and 1477°K (1400, 1800, 2000, and 2200°F), and for similarly forged bar stock at
1366°K (2000°F). These results are summarized in Figure 10 where rupture life and test stress

are related,

The anticipated loss of rupture strength with increased test temperature and a somewhat higher
level of this property obtained on material forged from extruded bar are illustrated by this
presentation. These points are more clearly made in Figure 11 where 100 hour rupture strength
(obtained from Figure 10) is plotted against test temperature, The level of this property reported

for optimally rolled sheet is also included in the figure for comparisen,

The 100 hour rupture strengths of optimally forged preform and extruded material were 52 and
66 N\N/rn2 at 1366°K (7.5 and 9.5 ksi at 2000°F). These strength values are somewhat higher
than reported for optimally rolled sheet. An interesting result displayed in Figure 11 is the
linear loss of rupture strength with temperature increase. The rote of change measured was

-24,3 MN/m2/+100°K (=1, 94k5i/+100°F) over fthe investigated temperature range.

4,2,2 Microstructure

Longitudinal and forging plane optical microstructures of optimally forged preform material
*

are displayed in parts (a) and (b} of Figure 12. The material had an average grain diometer

of 1920 um. The results of a separate study indicated that large grain conditions similar to

*k
that of optimized material ore probably caused by secondary recrystallization.

*
Terms used to describe planes and directions in materials are defined in Appendix B.

**Reported in Appendix F.
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Figure 12, The Optical Microstructure of Optimally Forged TDNiCr. Preform forging stock.
(a) Longitudinal view; (bg Forging plane view; (c) Stress-rupture specimen tested

140 hours at 48. 5 MN/m* and 1366°K (140 hrs. at 7 ksi and 2000°F); (d) Twinning
in optimally forged material.
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A section of a rupture test specimen of optimized material is shown in part (c) of Figure 12.
Grain boundary separation was the failure mechanism. This failure behavior undoubtedly
accounts, in part at least, for the observed improvement in high temperature strength with

increased grain size.

A higher magnification photomicrograph of optimally forged material revealing o preponderance
of very small ennealing twins is shown in part (d) of Figure 12, The sizes of these twins ranged
from approximately 1 um x 4 pm to 5 pm x 20 ym. Killpatrick and Young (6), reported a similar
faulted microstructure for large grain highly textured TDNiICr sheet of excellent high tem-
perature strength, As will be discussed in a latter section, optimally forged TDNiCr also
displayes a_strong preferred orientation. The question of whether or not the fine twin sub~
structure and texture of large grain TDNiCr contribute to its high temperature strength remains

to be answered.

The microstructure of optimally forged preform material as revealed by transmission electron
microscopy is shown in Figure 13, A relatively low dislocation density, twins, and the fine

thoria dispersion are apparent in the photomicrograph.

4.2.3 Dispersed Phase Characteristics

The size, distribution, and spacing of Th02 particles was examined for optimally forged pre-

form material. This was accomplished by measuring the diameter of ~1000 particles in a thin

film and relating an average size to the volume of material examined, The observed dis-
L] - - L) - - *
tribution of particle diameters is illustrated graphically in Figure 14. A diameter of

. -1 0
<200 x 10 Om (< 200 A) was measured on 80% of the particles.

1'rThe raw data is given in Table E-25.
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Figure 13. A Transmission Electron Micrograph of Optimally Forged TDNiCr.
Preform forging stock
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The average particle diameter calculated from this information spanned 135 - 185 x IO-IOm

o
(135 - 185 A). The amount of material in which the counted particles were enclosed was
~3 x ]0-]9 cubic meters. An estimate of interparticle spacing based upon thoria spheres

- o
of average diameter each enclosed in cubes of metal is ~500 x 10 TOm (~500A).

4,2, 4 Preferred Orientation

A (200) pole figure determined on optimally forged preform material is reported in Figure 15.
Pole intensities were measured for crystallographic planes lying parallel to the forging plane,
and the pole figure is oriented with the north-south direction parallel to the longitudinal

direction.  Pole intensities are given by contour numbers which are related to the intensity

measured from a randomly oriented nickel powder standard,

The large grains formed in optimally forged material orient themselves to produce two strong
texture components which approximate the {110} <100> and {HO}(HO)ideal conditions.
Planes of {HO} tilt by ~10° about the longitudinal axis. The results of a (220) pole figure

determination confirmed these orientations.

A preferred orientation of {1 IO} planes was also observed for as~forged material. (Recall
that optimally forged refers to the total process of forging and annealing.) The texture

developed approximated the {110}<{111> ideal condition with a {110} tilt of ~15° about the

longitudinal axis, This texture differs from those developed upon subsequent annealing by

o . . .
only a 45 rotation of direction.

&
Terms describing material surfaces and directions are defined in Appendix B.
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4,3 FORGING VELOCITY, PRIOR DEFORMATION, AND SHOCK TREATMENT EFFECT

The stock used on forging experiments was produced by either upset forging (preform material)
or extrusion (bar stock). Although slight, some mechanical property differences were
observed between test plates forged under identicﬁl conditions from these starting materials
(see Figures 9 through 11). This presumably resulted from differences in their prior fab-

rication histories.

The forgings characterized in the previous report sections were channel die forged on a
Mechanica! Press in a manner which continued the metal deformation inherent in the starting
materials. This was accomplished by placing the extrusion axis of bar stock parallel to the
channel die axis, and orienting preform material to maintain the forging direction coincident
with that used in its preparation. Presentations are made in this report section to demonstrate
how high temperature mechanical properties are influenced by deformation performed both to
oppose as well as continue that of the starting materials. Preform material was forged per-
pendicular to its upset direction, and bar stock was forged with its axis placed perpendicular
to that of the channel die to oppose their original deformations, Opposed and continued
deformation are referred to as perpendicular forged and parallel forged. The high ftemperature
mechanical properties of material forged on a Mechanical Press and by the higher velocity
Dynapak process, and for material given shock wave treatments after optimum forging, are

also reported in this section,

4.3.1 Tensile Properties

Data showing how the thermomechanical histories of the starting materials interact with that
of subsequent forging to influence high temperature tensile properties are summarized in
Figure 16. Both preform material and extruded bar stock were forged to continue and to

oppose their origina! deformations. In the experiment involving the use of extruded bar,
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forging variables other than the deformation relationship examined, were fixed at conditions
which would optimize high temperature strength, Optimized forging conditions were not
used on the preform material experiment. The results demonstrated that for both materials
higher tensile sirength and ductility are obtained by parallel forging. They also revealed
that a similar strength advantage is obtained by parallel forging, regardless of the starting
material used, or whether forging conditions were optimized. The constant tensile strength
advantage was ~20 Ml‘\l/m2 at 1366°K (~3 ksi at 2000°F), By comparison, processing

temperatures have a much greater influence on strength (see Figures 2 and 3).

Wilcox, et al, reported a direct improvement in the high temperature strength of TDNiCr with
increased grain aspect raﬁo(5). Forging to continue the flow of metal involved in original
fabrication would promote further development of any inherent grain aspect condition,

Forging to oppose original deformation would obviously act to destroy the original grain shape.
It should be noted, however, that although perpendicular forging of exiruded bar would be
expected to eliminate its favorable inherent grain aspect condition, material so forged by the
optimized process did display a relatively high tensile strength of 115.5 J'\/ﬂ\l/m2 at 1366°K
(15.2 ksi at 2000°F). This is undoubtedly a result of the large grain size developed in
optimally forged material and emphasizes the singular importance of this microstructural

parameter in determining the high temperature strength of TDNiCr.

The influence that forging velocity had on 1366°K (2000°F) tensile strength is illustrated in
Figure 17. Two experiments were run using preform material and Dynapak and Mechanical
Press equipment which differed in forging velocity by a factor of 19. In one case, forging
variables other than speed were fixed at conditions which would optimize high temperature
strength. Conditions close to optimum were used on the other experiment. Both experiments

revealed that higher strength but lower ductility was obtained by forging at the lower velocity.
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A reason for the apparent influence of fabrication strain rate cannot be given. However,
note that the strength advantage of lower velocity forging was on the order that obtained
by parallel forging {compare to Figure 16). As such, the prior argument presented in judg-
ment of the importance of parallel forging to strength, when compared to the influence of

processing temperatures, also applies to forging velocity.

Tensile and hardness properties of shock freated material are summarized in Figure 18, Preform
material, forged and annealed employing all optimized procedures, was subjected to single
and double shock treatments. Tensile data for shock treated material are presented in

part (a) of the figure and compared to properties displayed in the os.-forged and as-annealed
conditions. The benefit of annealing to high temperature strength has been discussed.
Annealing results in an increase of strength at 1366°K from 19. 4 to 113 MN/m2 (2.8 to

16.3 ksi strength change at 2000°F). Shock treatment added an additional small increment

of strengthening. Single and double shock treated material displayed 1366°K tensile
strengths, respectively, of 133 and 117 MN/m?2 (18.2 and 16. 9 ksi at 2000°F). The some-
what lower strenng of double shock treated material may be associated with recovery effects

related to the intermediate anneal or heat generated by the second shock treatment.

Although the strength of as-forged material was low, its room temperature hardness exceeded
that of annealed material, part (b) Figure 18. This reflects its extremely fine grain size
(~T pm). Annealing, which increases the grain size by three orders of magnitude greatly
improving high temperature strength, lowered hardness from that of the as-forged condition,
Shock treatment caused a 100 point hardness increase due undoubtedly to the generation and
entanglement of dislocations. A transmission electron micrograph of single shock treated
material is displayed in Figure 19. Shock treatment did result in a major increase in dis-

location density (compare with Figure 13).
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Figure 19. A Transmission Electron Micrograph of Optimally Forged and Single Shock
Treated Material. Compare with Figure 13,
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4,3.2  Stress-Rupture Properties

The influences that forging velocity and the relationship of forging to starting material defor-
mation have on stress—rupture strength are summarized in parts (a) and (b) of Figure 20.
Preform material was used to examine the effect of forging velocity, while deformation history
was studied on extruded bar. In both cases, all forging variables other than those evaluated,
were fixed of conditions which would maximize high temperature strength. Improved rupture
strength was obtained by Press (lower velocity) as compared to Dynapak forging and by
parallel as opposed to perpendicular forging. Forging velocity and deformation history had

similer influences on tensile strength (see Figures 16 and 17).

Double shock treatment did not improve rupture strength over that of untreated material,

part (c) Figure 20, Because of limited available test material*, only two tests could be made
to evaluate the single shock treated condition. One test revealed a rupture strength similar
to untreated material, but the other indicated an improvement in this property, A definite
conclusion about the influence of single shock treatment on rupture strength can obviously

not be made from this limited data.

The shock treatment experiment was designed os a relatively inexpensive preliminary effort.
Its intent was to qualitatively gage whether the strength of optimally forged material might
be further improved by this treatment, which is unique/in the simplified sense, that it creates
some of the effects of cold work without causing major dimensional changes.  As such, it
could possibly be applied to finished parts. A contact explosive was used on the experiment,
and the pressure produced barely reached the level at which an influence on the mechanical
properties of metals is generally measured. It is concluded, with these experimental limita-
tions under consideration, that the overall tensile and stress-rupture test results indicated
that the high tempemturé strength of forged TDNiCr could be improved by shock treatment,
and more sophisticated higher pressure experiments should be planned.

* The shock treated plates were slightly warped, and o few cracked when clamped for
specimen machining resulting in a loss of some test material.
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5.0 CONCLUSIONS

: The influence of thermomechanical history and the role of microstructure in determining the

high temperature tensile and stress-rupture strength levels achieved in forged TDNiCr were

evaluated. The following conclusions were obtained:

1)

z)

3)

4)

Stress free preforms of TDNiICr can be successfully converted by
forging into plates comparable in high temperature strength to

extruded bar and rolled sheet material.

The good high temperature sirength of extruded JTDNiCr bar can

be retained upon forging.

Forging temperature and final annealed condition are the most
significant thermomechanical variables and influence high tempera-

ture strength by controlling grain size.

An increase of total forging reduction, forging which continues
the metal deformation inherent in the starting material, a low
forging speed and prior deformation by extrusion also promote the

improvement of high femperature strength.

Large grained forged TDNiCr material displays a strong texture

and numerous twins which may also contribute to strengthening.

Application of shock treatment after optimized forging could
benefit high temperature strength. Pressures above the level

examined on this program should be investigated.
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APPENDIXES
TDNiCr (Ni—20Cr—2Th02) FORGING STUDIES



FOREWORD

Complete descriptions of the starting materials, methods of evaluation, and separately performed
experimental projects are presented in this appendix. Test data are also tabulated. Data
analysis is included only for cases where it was performed to assist in directing experiments,
Statistical analysis is an example of this. Much of the information given resulted from con-
currently performed experiments and is presented in actual sequence. In several cases, a brief
introduction preceeds information comprising an experiment to put it in its proper prospective

to other work,

All reported data were taken in common units, egs., inches, ksi, c’F, hours. Data are tabu-
lated, however, in both common and intemational units, the latter obtained by slide rule and/or
suitable table conversions. Data in international units are shown in tables as the primary

system while that in common units appears adjacent in parenthesis or separate columns, Common
units were used alone only in those sections of the appendix concemed with statistical analysis.
Those sections in Appendices D and E covering a statistical analysis were written by Dr. A.

Holms, NASA~Lewis Research Center.
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Manufacturing information, chemical analysis, and mechanical properties of the starting
materials are reported in Tables A-1 through A-3. What influence heat treatment at 1477 and
1589°K (2200 and 2400°F) had on the microstructure of these materials was examined, and

the results are summarized in Figures A-1 through A-3,

As-recetved preform material required viewing at 1500X for resolution of its microstructure
(compare the 500X and 1500X photomicrographs in Figure A-1), The lower magnification
photomicrograph, however, did reveal the presence of large dark particies, These were

actually green in appearance which suggested that they were particles of Cr203.

Both the forging® and longitudinal* plane microstructures revealed an extremely fine grain
condition. A longitudinal* grain size of 1.4 um (ASTM 14) was measured for the material.

This may approximate the particle size of the alloy powders used in manufacturing.

After heat treatment at 1477 and 1589°K {2200 and 2400°F), the microstructure of preform
material did not display any increase in grain size. The condition obtained after 1589°K

(2400°F) annealing is displayed in Figure A-1 to illustrate this point.

Laue back reflection pattems of as-received and 1589°K (2400°F) annealed preform material
are also given in Figure A-1, The Debye rings represent the (331) and (420) reflections

(0 =143° and 154%) of CuKa radiation. The Ka doublet (the two closely spaced Debye rings
resulting from the Koy and Kay components of CuKa radiation) are clearly resolved for both
reflections in each pattem indicating a strain free state. The similarity of these patterns

confirms the grain structure stability suggested by optical microscopy. In addition, because

* Refer to Appendixes B and C for definitions of material and grain size terms.
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Table A-1. Manufacture of the Starting Materials (Fansteel Inc. )

Forged Preforms

Extruded Bar

Dimensions 30.5em x 30.5em x 3.8 cm 2.85 cm diameter
(12 in. x12in. x 1.51in.) (1-1/8 in.)
Heat No. 3113-3116 3111
Powder Compaction 417 MN/m2 417 MN/m2
(60 ksi} (60 ksi)
Sintering 1227°K in H, 1450°K in H
(1750°F) (2150°F)
Forging, Exirusion At 1283°K Iéﬁ reduction at 1310°K
: (1850°F) (1900°F)

Annealing

1366°K in Hgy
(2000°F)

None

Table A=2. Chemical Analysis of the Starting Material (Fansteel Inc. )

Heat ppm by Weight Weight Percent

No. C N S Cu Co Cr ThOz Ni
3111 288 100 25 10 300 19. 94 2.07 Bal.
3113 405 300 52 60 100 20.23 2,44 Bal.
3114 420 60 46 60 | 200 20. 89 2,32 Bal.
3115 426 30 39 70 100 20. 24 2,63 Bal.
3116 420 70 32 30 200 21,21 2,35 Bal.

A-=3




¥-v

Table A-3. Mechanical Properties of the Starting Material (Fansteel Inc. )

Heat Annealing Test* Test Ulhmof; Strength |Yield Strength Ei.
No. Treatment Direction Temperature (MN/m") | (ksi) ’MN/fnz) {ksi) (%)
3111 1644°K (2500%F) | longitudinal RT 850 |(122.4)| 483 | (69.6) | 46.8
16449K (2500°F) | longitudinal 1360°K (2000°F) | 131 [(18.9)| 127 |(8.3) | 10.0
3113 None longitudinal RT 1040 |(150) | 1040 |(s0) | &
to te to to to to
3116 1080 |(s6) | 1075 |55 |12
3113 None longitudinal 1360°k 2000°F) | 21.5 |( 3.1)| 18.0 |(2.6) |26
to to to to to fo
3116 28.4 |( 4.1)| 26.4 |( 3.8) | 56
3115 None transverse 1360°K (2000°F) 25.6 [{ 3.7)1 22,9 |(3.3) §50.8
3114** | None longitudlinal 1360°K (2000°F) | 18.8 {( 2.7 15.3 |(2.2) |16.5
longitudinal 1416°K (2100°F) | 14.6 ¢ 2.1)| 12.5 |(1.8) | 15.0

* Definitions of test directions are given in Appendix B.
** Check tests run of Westinghouse.
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e e e

1500X

Figure A-1. Microstructure and Lauve Pattern Characteristics of Preform Material



the Debye rings are continuous, they also confirm the extremely fine grain structure revealed
by optical microscopy, i.e., continuous Debye rings develop when the defracting grains are
so numerous that the resulting Debye spots overlap. As a general rule, a grain size of ~1 to

(1)

10 microns will produce continuous ring back reflection pattems’ /. The microscopy and dif-
fraction results reveal that preform material is an extremely fine grain stress free product

abnormally resistant to grain growth,

Microstructures and Lave pattems of extruded bar in the as-received and heat treated con-
ditions are shown in Figure A-2. As noted for preform material, the as-received microstructure
of the bar stock could not be clearly resolved by optical microscopy at 500X, Stringers of
Cr203 particles were, however, apparent, The Ka doublets were almost but not quite
separated in the Lave pattem of the as-received material, and the Debye rings were contin-
vous. These results indicated the bar stock to be a very fine grain slightly cold worked

product.

Heat treatment at 1477°K (2200°F) developed o large grain microstructure in material located
close to the surface of the bar, while the microstructure of the interior did not display any
change from that of the as-received condition. - The large grain microstructure was developed
across the entire bar cross section by heat treatment at 1589°K (2400°F). Note that large

grains developed by heat treatment appear to contain annealing twins.

The response of hardness to heat treatment displayed by the preform and bar material is reported
in Figure A-3. Only a smalf decrease in the leve! of this property was caused by annealing
preform material. Preform hardness was ~365 DPH as-received and ~350 DPH after annealing
at 1589°K (2400°F-). Hardness of the bar stock, on the other hand, decreased from ~350 DPH
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Figure A=2, Microstructure and Laue Pattem Characteristics of Exiruded Bar
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1/2 hr at 1589°K (2400°F)
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Figure A-2 (cont'd.). Microstructure and Laue Pattern Characteristics of Extruded Bar
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as-received to ~275 DPH after heat treatment to 1589°K (2400°F). A similar hardness
decrease occurred in the "surfoce material” of bar stock when heat treated at 1477°K (2200°F).
The central portion of the bar,which resisted grain growth at the lower temperature, maintained
a hardness level comparable to the as-extruded state. In spite of the decrease in hardness
caused by high temperature heat treatment of the bar stock, material in this condition is
reported to display at 1366°K (2000°F) tensile strength of ~132 MN/m2 (~19 ksi), compared
to ~24, 3 N\I‘*«I/m2 (~3. 5 ksi) for the harder preform stock (refer to Table A-3).
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DEFINITIONS OF MATERIAL TERMS
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Figure B-1. Surfaces, Directions, and Letter Symbols Used in Data Presentations
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FORGING METHODS

The vast majority of experimental forgings produced on the program were made at the

Utica, NY Division of Kelsey-Hayes using a Crank Press* This type of forging unit is
commonly employed in the manufacture of turbine blading and derives it's energy from a
massive flywheel. The Crank Press used delivered 1,78 x 107N (4 x 106 {bsf) at a tooling
velocity of 0.3m/s (1.0ft/5). A few forgings were produced at the Westinghouse Astronuclear
Laboratory on a model 1220C Dynapak. The Dynapak derives it's energy from the rapid
expansion of a compressed gas. Forging on the Dynapak was done at conditions which

delivered 8. 3 x 104N (1. 87 x 104 Ibsf) at a tooling velocity of 5.8 m/s -(19. 1 ft/5).

The influence that forging and annealing conditions have on the mechanical properties of
TDNiCr were examined by fabricating test plates from the starting preform and bar materials.
The plates prepared were nominally 15-30 cm x 3.8 cm x 0.38 cm (6~12 in. x 1.5 in. x
0.15 in.) and were forged in a slotted or channel die, A schematic representation of
channel die forging is presented in Figure C-1, The walls of the channel restrain lateral
deformation, and the forged piece is essentially elongated unidirectionally along the length
of the die. The method for controlling forging reduction on a fixed stroke length device
such as a Crank Press by placing shims under the channe! die is displayed in Figure C-1.
Note that some material is extruded as flash into the gap between the walls of the channe!

and the punch.

Two views of a typical as-forged experimental plate are shown in Figure C~2, The serrated
material along the edges of the plate is the flash formed during forging. Cracks formed in
the flash propagated into the plate region in only a few instances where forging had been

performed at the lowest investigated temperatures.

* Also commonly referred to as a Mechanical Press.
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Heating for forging and in=process annealing treatments was done in SiC glo-bar and
nichrome wire wound electric resistance furnaces. The pieces were held for 1800 seconds
{1/2 hour) at temperature for these operations. Temperature control of the furnaces was
achieved through themocouple actuated on-off type units, while piece temperature was
monitored using an optical pyrometer. Reported forging and in-process annealing temper-

atures are estimated to possibly be in error by + +14°K (+25 F).

The pieces were dip coated with a commercial glass-type lubricant used for forging super-
alloy turbine blading. The lubricant, Acheson 347, was judged suvitable for use on TDNiCr
after metallographic examination of coated coupons exposed in air for 1. 98 x. IO seconds
at 1339°K (5.5 hours at 1950°F)-did not reveal any interaction. An oil-graphite lubricant
was also cpplied to the forging tooling. In between each forging pass, pieces were air

cooled, sandblast cleaned, dimensioned, and recoated with the Acheson 347 lubricant.

SHOCK WAVE DEFORMATION

A major objective of the program was to evaluate whether the elevated temperature strength
of optimally processed TDNICr sheet could be approached by forged material. This was

done by varying forging and annealing parameters and measuring their influence on high
temperature me chanical properties. A shock wave deformation experiment was designed

to determine if the strength of material in the best forged condition might be further improved
by subjecting it to passage of a high pressure shock wave. The movement of a high pres-

sure shock wave through a metal results in metallurgical changes somewhat similar to that

of cold work without causing major dimensional changes. As such, shock wave "deformation"

might lend itself to use on finished parts.

C-5



Six TDNiCr plates each measuring 3.5 ecm x 7,6 cm x .25 em (1-3/8 in. x 3in. x 0,10 in.)
were used in the experiment. They were machined from channel die forgings fabricated and
annealed to optimize high temperature strength., Each plate was subjected to a pressure
wave of 2,3 x ]04 MN/m2 (3.3 x 106 psi). Three were then annealed for 1800 seconds at
1366°K (1,/2 hour at 2000°F) and shock treated a second time. The single and double shock

wave treated plates were evaluated by electron microscopy, and tensile and stress-rupture

testing ot 1366°K (QOOOOF).

The shock wave treatments were performed at E. F. Indusiries, Inc., Louisville, Colorado.
A contact explosive was applied fo one side of each plate and detfonated to create the pres-
sure front. The plates were backed by a thick steel anvil and edged with steel strips in a
picture frame fashion. A light, general purpose oil was applied at the plate-explosive

interface.

A composition A-3 RDX base explosive containing 9% wax binder was used, |t was pressed

to a density of 1, 55 gms/cms, a condition which upon detonation will result in o front

pressure of approximately 2.3 x 107 MN/m? (3.3 x 10° psi).
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METHODS OF EVALUATION
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MECHANICAL PROPERTIES

Tensile and stress—rupture properties were evaluated using both shoulder and pin loaded
specimens of designs shown in Figure D-1. Specimens removed from channel die forgings

were always taken with their long axis parallel fo the longitudinal forging direction.

The nominal thickness of a finished channel die forging was 0.38 cm (0. 15 in.). When
machining this dimension to obtain the 0.25 ¢cm (0. 10 in. ) specimen thickness, care was
taken to insure that equal and sufficient amounts of material were removed from both sides
of the plate to eliminate any superficial cracks and thin surface layers of microstructure
differing from that of more centrally located bulk. The latter condition presumably resulted

from chilling due to contact with the relatively cold forging punch and die surfaces.

All mechanical property tests were run in an air environment. Elevated temperatures were
obtained by use of platinum wire wound electric resistance furnaces. Precious metal thermo-
couples were wired at the center and ends of a specimen’s gauge section to monitor and
control elevated test temperatures. Temperature was controlled within 4_-3°K (+ 5°F) of
nominal on tensile tests, and i6°K + IOOF) on stress-rupture tests, Samples were held at

temperature for a minimum of 1800 seconds (1/2 hour) prior to the start of testing.

The test grips were fabricated from both MAR-M200 and TDNICr, and incorporated Al‘.:_,O3
pins at the bearing areas in contact with the specimen. Common screw-type tensile units
and stress=rupture frames of lever-arm and dead weight loading fypes were used. Tensile

tests were performed at a crosshead speed to give a 0. 05/minute strain rate,

Elongation values were determined on tensile tests from the autographically drawn machine
load—displacement curves. For stress—rupture tests, this property was determined by measuring,
both before and after testing, the distance between the shoulder radii at opposite ends of

the specimen's gouge section.
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(see Appendix B) Y -0.02 7
— 1.%0em '
F(M") -
Shoulder Loaded Specimen

5.80cem . 1.27 cm

(2-5/16") (1/2")
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Figure D-1. Test Specimens
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HEAT TREATMENT

Heat treatments of metallography and mechanical property samples were performed under

vacuom of 1.3 x 107 to 1.3 x 107 N/m2 (107 10 107 torr).  All runs included a 1 to 2
hour period during which the samples were brought while under vacuum from ambient to the
annealing temperature. Cooling at the conc lusion of heat treatment was done much more
rapidly by introducing helium into the chamber, The helium quench rate was measured
between the temperatures of 1366 and 1200°K and found to be 111°K/minute (200°F /minute
quench rate between 2000 and 1700°F). Temperature was measured optically employing

techniques to approximate black body conditions,
OPTICAL METALLOGRAPHY

Through mostly trial-and-error efforts, several metallogrophic techniques were devised to
define optical microstructures. Use of a particular technique was dependent upon the grain
size of the sample. A tabulation of the metallographic methods found most suitable for specific

grain size material is given in Table D=1,

Photomicrographs are shown in Figure D-2 to exemplify the major variation of grain size
observed in channel die forged material. Grain size was demonstrated to be dependent

largely upon forging and final annealing temperatures.

GRAIN SIZE MEASUREMENT

Grain size is reported as either an average grain diameter or an average grain dimension

referred to a given material direction®*. In the latter case, the average frequency of grain

* Definitions of directions in materials are given in Appendix B.
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Table D-1. Metallographic Procedures

Crain Size Grinding Polishing Etching
1 =20 pm Wet MNone 1:1, CH3OH:HNO4
grind Electrolytic
from
10 = 75 pm 120 .03 pm Al,Oq 2:1:1, glycerine:HCI:HNO3
through +10% Electrolytic
600 chromic
50 - 200 pm SiC acid 5:1:1, CH3OH:HC|:HN03
paper slurry Electrolytic
> 200 pm 2:2:5:1, H20:C2H5OH:HC|:CUSO4

lmmerse and Swab
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Figure D-2.

Average Grain Dimensions

Longitudinal Short Transverse
1.4 um 0.9 pm
1500X
15 pm ? pm
500X
200 um 100 um
200X
200 pm 100 um
3.6X 1500 pm 650 pm
3000 pm 650 pm

Example Optical Microstructures of Channel Die Forged TDNiCr.
Longitudinal surface microstructures and grain dimensions in the

longitudinal and short transverse directions are shown. Surfaces
and directions are defined in Appendix B.
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boundary intercepts was first determined from lines drawn on a photomicrograph along frhe
material direction of interest; intercept frequency = f =avg. no. intercepts/unit length.
Intercept frequency was converted to a grain dimension by the relationship (-F_M)-] , where
M is the photomicrograph magnification. Longitudinal, long transverse, and short transverse

grain dimensions are symbolized in presentations as L, T, and 1, respectively.

A measure of average grain diameter involved first determining average grain dimensions
along three orthogonal axes. For channel die forgings the orthogonal axes corresponded to
the longitudinal, long transverse, and short transverse directions. L, T, and t grain dimen-

sions were converted to average grain diameter, d, by the relationship,

1/3

2O

d=(217TH

Grain diameter determined as such is the diameter of a sphere of volume equivalent to the

product L T .

ELECTRON MICROSCOPY

Selected samples were examined to qualitatively characterize densities and arrangements
of dislocations. In addition, 1000 thoria particles were measured from electron micrographs
of superior strength material to determine size, distribution, and spacing. This work was
subcontracted to Structure Probe, Inc., West Chester, Pa. Techniques used for purposes

of foil preparation were not reported.

TEXTURE DETERMINATIONS

The type and degree of prefemed orientation was determined for channel die forged material
of near optimum elevated temperature strength. Samples, both as~forged and annealed 3600
seconds at 1616°K (1 hour ot 2450°F), were investigated. Measurements of preferred
orientation were taken from surfaces prepared by machining 0. 089 c¢m (0. 035 in. ) of

material from the forging plane, grinding to a 600 grit SiC paper finish, and acid pickling.
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Reported pole figures are oriented with the vertical axis corresponding to the longitudinal

material direction. (Definitions of material directions and surfaces are given in Appendix B).

MATHEMATICAL MODELING - DR, A. HOLMS, NASA-LEWIS RESEARCH CENTER

The data for the mathematical modeling was provided By two factorial experiments and one
"vector” experiment. The methodology was essentially that of the "method of steepest
ascents". *  The experiments always involved some of the variables listed in Table D-2.

The variables involved in each experiment are listed in Table D-3. The dependent variable
was always o high temperature ultimate tensile strength. The mathematical models chosen
to relate the dependent variable to the independent variables, for each of the experiments,
are given in Appendix E. Variables not listed for the particulor experiments in Table D-3
were varied from one experiment to another, but were fixed within any one experiment.

The conclusions obtained from the model fitting are therefore only assured to be valid for

the fixed conditions (which are described in other parts of the report).

Two computer programs were used in the model fitting, both based upon techniques of re-
gression analysis and the method of least squares. One of them, named POOLMSEE"‘”cun
be used with fully saturated models (equations with the number of coefficients equal to the
number of observed conditions), but the experiments and models must be suitable for Yates'
analysis. The other program, named NEWRAP,ﬁ)does not have the orthogonality require~
ment of POOLMS but does require that the number of estimated coefficients be less than

the number of observed conditions. Both programs were applied to the first and third forging

experiments. Only NEWRAP was suitable for the second experiment.

To conserve cost, few forging replicates were made; as a consequence, statistical tests of
significance were not applied consistently with their operationally defined probabilistic
meanings. Furthermore, the variables of final annealing condition and test temperature

(X6 and X, of Table D-2) were applied in a cross stratified manner to subsections of forgings

rather than independently to each forging. This improves the accuracy of the estimated
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influence of these variables but also distorts the usually defined meanings of tests of signifi-
cance. However, although distorted from their true levels, the test of significance is con-

sidered to satisfactorily separate terms of lesser significance from those of greater signifi-

cance.
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Table D-2. Statistically Examined Independent Variables

Independent Variables

Design Units

Natural Units

Primary Forging Temperature
Primary Forging Operation
Secondary Forging Temperature
Secondary Forging Operation
Secondary Annealing Temperature
Final Annécling Condiﬁop

Test Temperafure

X

X5

XX X X

X
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Table D-3.  Experiments Fitted by Mathematical Models

Forging Type of
Experiment Experiment Independent Variables

First Fractional factorial X] primary forging temp.
X3 secondary forging temp.
X4 number of secondary steps
Xs secondary annealing temp.
Xé fina! annealing condition
X7 test temperature

Second Multiple vector X2 number of primary steps*
X3 secondary forging temp,
)(5 secondary annealing temp.
Xé final annealing condition
X7 test temperature

Third Full factorial X] primary forging temp.
X2 size of primary reduction
X3 secondary forging temp.
X4 size of secondary reduction
X6 final annealing treatment

*The number of secondary steps varied in @ manner dependent strictly on
the number of primary steps.
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APPENDIX E

A SUMMARY OF EXPERIMENTS, TEST DATA,
AND STATISTICAL ANALYSIS
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Descriptions of five distinguishable experiments on which 68 channel die forgings were pre-
pared and the results of tensile and stress-rupture tests performed on these forgings comprise
the major portion of this appendix. Also included are results of statistical analysis, grain
size data for selected forgings, and mechanical property data for material forged to optimize

high temperature strength then subjected to high pressure shock wave treatments.

DESCRIPTION AND DATA - FIRST FORGING EXPERIMENT

Eight channel die forgings were prepored on the first experiment as described in Table E-1.
Differences between starting and finishing forging conditions are distinguished by the words
primary and secondary. Tensile properties were measured at 1366 and 1422°K (2000 and
2100°F) on material as-forged and annealed 1800 seconds at 1589°K (1/2 hour at 2400°F).
These data are presented in Tables E-2 and E-3,

STATISTICAL ANALYSIS - FIRST FORGING EXPERIMENT - DR. A. HOLMS, NASA-LEWIS
RESEARCH CENTER

The conditions and results of this experiment are given in Tables E-1 through E-3. The
matching of the independent varicbles between natural and design units is summarized in

Table E~4,

A procedure for combining significance tests with Yates' method of model coefficient estim-
ation is given in Reference 3, and a computer program (POOLMS) for doing the work in
Reference 4. The Yates method requires that the observations be listed in a special order in
relation to the names of the independent variables, Yates' matching between the names of the
independent variables and the ordered list of observations was achieved by changing the sub-
scripts of the independent variables ()'(2 was a constant) as follows: XA = X7, XB = Xé,

XC"-=X5, XD:X4' XE =X3, XF:XI'
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Table E-1. Processing Conditions ~ First Forging Experiment®

Primary Forging Conditions Inl;::‘c:;el*ss Secondary Forging Conditions
Forging %R/ Temperature Temperature %R/ Temperature
No. [Steps| Step ©CK) | CF) Cx)| CR Steps | Step CK)| (°F)
i 1 25 1200 |(1700) 1089 | (1500) 12 10 977 | (1300)
2 1] 25 1200 |(1700) 1144 } (1600) 8 10 977 | (1300)
3 ] 25 1311 |(1900) 1144 {(1600) 8 10 1089 | {1500)
4 T 25 1200 [(1700) 1144 | (1600) 12 | 10 1089 | (1500)
5 1 25 - 1311 | (1900) 1089 | (1500) 12 10 1089 | (1500)
6 1 25 1311 }{(1900) 108% |(1500) 8 10 977 | (1300)
7 1 25 1200 |{1700) 1089 |(1500) 8 10 1089 {(1500)
8 1 25 1311 | (1900) 1144 |(1600) 12 10 977 | (1300)
*  Material (Appendix A): Preform Heat 3114

Total Reduction: 60%; forgings 2, 3, 6, and 7. 80%; forgings 1, 4, 5, and 8.

Forging Direction: Perpendicular to the forging direction used in preform manufacture

{Appendix B)

In-process Anneal Time: 1800 seconds (1/2 hour)

Forging Operation: Mechanical press




Table E-2. 1366°K (ZOOOOF) Tensile Data - First Forging Experiment

. Ultimate Strength 0. 2% VYield Strength | Elongation
Forging 5 5 -

No. Condition MN/m" | (ksi) MN /m (ksi} (96)
] As-forged 65.7 (9. 48) 54,8 (7. 90) 3.0
1 Annealed® 50.8 (7.31) 46,2 (6. 68) 6.0
2 As-forged 37.5 (5.39) 28,5 4.12) 7.5
2 Annealed 41,4 (5. 96) 37.7 (5.43) 4,5
3 As~forged 33.7 (4, 86) 24,8 (3.58) 7.0
3 Annealed 45,4 6.57) 41,2 (5. 93) 6.0

As-forged 57.1 (8. 23) 50,1 (7. 22) 4.4
Annealed 69. 1 (9. 97) 61.4 (8.87) 4.4
5 As-forged 50.8 (7.32) 45.0 (6. 50) 6.0
5 Annealed 47.4 (6. 83) 45,2 (6. 52) 7.5
6 As-forged 48. 1 (6. 93) 39.9 (5.77) 10.0
As-forged 28,9 4.17) 18.4 (2. 65) 10,5
6 Annealed 41.9 (6.02) 41.4 (5. 96) 3.0
As-forged 41.6 (6. 00} 29.2 (4.22) 10,0
As-forged 31.8 (4. 60) 27.3 (3.94) 9.0
Annealed 39.7 {(5.72) 37.5 (5. 40) 7.5
8 As-forged 59.9 (8.62) 50,4 (7.27) 4,5
8 Annealed 62.4 (9. 00) 55,0 (7.92) 1.5

* Annealing conditions: 1800 seconds at 1589°K (1/2 hr. at 2400°F)
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Table E-3. 1422°K (2100°F) Tensile Data - First Forging Experiment
Forging U|timc1fe25frengrh 0.2% Yiezld Strength Elongation

No. Condition MN/m {kst) MN /m (ksi) (%}
] As—forged 41,9 | (6.03) 34.4 | (4.95) 7.5

1 - Annealed® 46,1 (6. 65) 42,1 (6.08) 4,5
As-forged 27.7 (3.99) 17.2 (2.47) 12.0

2 Annealed 39.1 {5.62) 36,7 {(5.29) 4,5
3 | As-forged 3.4 | @52 2.4 | @3.81) 7.5
3 - Annealed 35,4 (5.10)y | 32.2 (4. 65) - 9.0
Asforged 46.6 | (6.73) 39.1 | (5.63) 4.5

Annealed 46.4 (6.69) | 44.1 (6. 36) 4,5

5 | As-forged 36, 1 (5. 20) 33.3 (4. 80} 4.5
5 Annealed 36.3 (5.22) 34.9 (5.03) 4,5
As=forged 27.6 (3.98) 19,4 (2.79) 2.0

Annealed 35.4 (5. 10) 33.6 {4.85) 7.5

As-forged 27.8 | (4.02) 20.2 | @.91) 6.0

Annealed 31.3 4. 52) 28.6 (4. 13) 6.0

8 As-forged 58.2 (8. 40)- 56. 4 8.13) - 3.0
Annealed | 44,6 (6. 42) 43.2 (6.22) 4,5

* Annealing Conditions: 1800 seconds at 1589°K (1,/2 hour at 2400°F)
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Table E-4. Independent Variables - First Forging Experiment

Independent Variable

Natural Units

Design Units

Primary Forging Temperature 1700°F X] -1
1900°F I

Secondary Forging Temperature 1300°F X3 -1
1500°F 1

Number of Secondary Steps 8 )(4 -1
12 i

In-Process Annealing Temperature 1500°F X5 -1
1600°F 1

Final Annealing Condition No treatment X6 -1
1/2 hr. , 2400°F 1

Test Temperature 2000°F X, -1
2100°F 1
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With the preceding matching, the tensile strength data were listed in Yates' order as shown

by Table E=5. As shown in this table, the levels of X_ are not independent of the levels of

F
the other five variables, but instead are related by X. =-X_. X_X_, The implication of

_ F C'D'F
this relation is that the half replicate experiment on six variables has a defining contrast
given by | = -CDEF. Correspondingly, the 64 coefficients that might be estimated by a full
factorial experiment on six variables are contained in 32 alias relations among such coef-

ficients. Where these alias relations exist between coefficients of the same order, both

are listed in Table E~6; otherwise only the lower order coefficient is given.

The variables regarded as being most likely to produce interactions, in the order of such

a tendency and with letter subscripts also in that order, are:

X7 - Xa Test Temperature

X6 XB Final Annealing Condition

-)(5 XC In-process Annealing Temperature
)(4 XD Number of Secondary Steps

X3 XE Secondary Forging Temperature
X_‘ XF Primary Forging Temperature

Consistent with the assumed tendency of the independent variables to interact, the second
parameter of each of the aliased pairs in Table E-6 was assumed to be zero. With such
parameter deletions, the saturated model fitted to the data of the first forging experiment

in Yafes' order is:



Table E-5. Data in Yates' Order - First Forging Experiment

X, X, Xs X, Xy x]U) ¥}
Farging
X, Xq Xe X5 Xe X {ksi) Ne.
-1 -1 -1 -1 -1 ] 5, 55(3) 6
] -1 -1 -1 -1 i 3.98 6
-i 1 -1 -1 -1 1 6,02 4
1 1 -1 -1 -1 1 5.10 4
-1 -1 1 -1 -1 -1 5.39 2
1 -1 1 -1 -1 -1 3.99 2
-1 ] i -1 -1 -1 5.96 2
1 i 1 -1 <1 -1 5.62 2
-i -1 -1 1 1 -1 9,48 i
1 -1 -1 1 1 -1 6.03 1
-1 I -1 i 1 -1 7.31 1
1 1 -1 1 1 -1 6.65 1
-1 -1 1 1 1 - 8.62 8
1 -1 1 1 1 -l 8.40 8
-1 i 1 1 1 | .00 8
i 1 1 1 1 -1 6,42 8
-1 -1 -1 -1 -1 1 5.30) 7
1 -1 -1 -1 -1 1 4,02 7
-1 1 -1 -1 -1 1 5.72 7
1 1 -1 - -1 ] 4,52 7
-1 -1 1 -1 -1 1 4,86 3
1 - 1 -1 -1 1 4,52 3
-1 i 1 -1 -1 1 .57 3
1 1 1 -1 -1 1 5,10 3
-1 -1 -1 1 1 1 7.32 5
1 -1 -1 1 1 1 5.20 5
-1 1 -i 1 1 1 4.83 5
1 1 -1 1 1 [ 5,22 5
-1 -i 1 1 1 -1 8.23 4
1 -1 ] 1 1 -1 6.73 4
-1 1 1 i 1 -1 .97 4
1 1 1 1 1 -1 6.69 4

(1) X = -XcXpXg
{2) Uktimate tensile strength

(3) Mean of two valyes




(78]
.

N oo g oa

10.

1.

12,
13.
14.
15,

Table E-6.  Aljased Parameters - First Forging Experiment | = -CDEF
Coefficient 16. ﬁE
BI 17. ﬁAE
PA 18 By
Py 19 Pae
PaB _
20, -
o 2(1). aCE - [;F
Bac 22, {CF- ﬁADF
Pec 23, 8 “ -'%DF
5 + Pagce ~ PasDF
ABC
' 24, By~ Per
Pb 25.  Bupe~ Pacr
AAD 26. Pype = Pacr
Pap 27. PrgpE ™ Pancr
Bred ~Pcer 2. 8
fep ~Per 29. = Par
BacD " PaErF 30. i
Bacp ~ Paer 31. = Bapr
BacD ~ PaBEF
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The data given in Table E-5 were used to estimate the coefficients of equation 1. Decision

procedures described in Reference 3 were invoked to eliminate insignificant coefficients.

Equation 1, written with only significant coefficients and presented in the order of their

absolute values, is:

Y =6.260
+1.121 X4
- 0.748 X7
+ 0, 369 X5
-0.279 X X

476

- 0,258 X5X6X7

+0. 257 X4X5

-0.216 )(4X7

-0.210 )(3

- 0.208 X4X5X6X7

E-10
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The test temperature of 2000°F was of greatest interest. Equation 2, specialized fo this

temperature by setting X7 = -1, is:

Y =7,008
+ 1,337 X4
+ 0, 369 X5
- 0,279 X4X6 ' (20)
" +0.258 X5X6
+ 0,257 X X

475
-0.210 X3
+ 0. 208 X4X5X6
Equation 2a shows that greatest strengthening would be achieved at the larger secondary

reduction, namely 12 steps, which is equivalent to X4 =1. A strength increment of 1. 34 ksi

over X4 = 0) was obtained by imposing this condition, and the relationship reduces to:

Y =8.345
+0.626 X
+ 0. 466 X
-0.279 X
-~ 0,210 X

h

X, (3)

W O~ W

A strength increment of 0.63 ksi (over X5 = 0) can be obtained from equation 3 by setting
)(5 =1, which is equivalent to the higher i-process annealing temperature, ncmely,léOOoF.

This reduces the relationship to:

Y

8. 971
0.210 X
0.187 X

3
6

+



Use of the lower secondary forging temperature, X3 = -1, and the final annealing condition
of 1/2 hour at 2400°F, X6 =1, is suggested by the above equation. The individual
strength increments obtained by imposing these two conditions are 0.21 and 0.19 ksi.

The four calculated strength increments given in the order of the above arguments are:
1.34, 0.63, 0.21, and 0.19 ksi. Of these, the first is regarded as significant, the second

as probably significant, and the last two as of very doubtful significance.

In no case was the distinction between 1700 and 1900°F primary forging temperatures sig-

nificant.

The major conclusion drawn from this analysis was that, within the bounds of the first
forging experiment, an increase in the number of secondary forging steps and, to a lesser
extent, in-processing annealing temperature, improved strength, An increase of secondary
forging steps simply corresponded to an increase of total reduction. A general strength
improvement with increase of tota! reduction can be verified by careful examination of the

raw data (Tables E~1 through E=3).

To obtain a check on the above computations and conclusions, a model was fitted to the

same data using the NEWRAP program of reference 5. This procedure was used with the

strategy of pooling all insignificant mean squares into the residual, which was used as an
estimate of the error mean square. The imposed nominal confidence level for the tests of
significance was 0, 900, The mode! fitted to the data was abreviated from that used with
the chain pooling procedure {which can use a saturated model - equation 1) so that there
would be a starting number of degrees of freedom greater than zero. The model equation

used has four initial degrees of freedom for the residual} and is:
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Yo= BB X 48Xy +BgX, X,
+|E35)<6 + 56)(7 +ﬁ7X] Xé + BSXI )(7
+BeXgXy + By o XaXs Py XgXg
+B,%g Xy By gX X + By XX
+BygX Xy 4By XX TP X5X; @

+BrgXgXy + By X  XaXs + By X XX

By XX Xy + BypXgX X + ByaXaX X
By XXXy + By X X Xy 4By Xy X5Ke
By X4 Xg %y +BygsX g%y

Table E=6 had listed the coefficients - ﬂAEF and ﬂACD as being an alicsed set (not separately
estimable). In equation (1), the corresponding estimate was assumed to be the coefficient

of X 4)(5)(7, whereas in equation (4) the same estimate was assumed to be the coefficient

of X]X3X7. The significant terms resulting from the fitting of equation (4) to the data, in

decreasing order of the absolute values of the coefficients, were:

Y = 6,260
+1.021 %,

- 0.748 X,

+0.369 X - (5)

-0.279 X4X6

-0.258 X5X6X7

+0.257 XX

5
-0.216 X4X7

- 0.21{))(3

E-13



Except for the absence of the smallest term, equation (5) is an exact confirmation of equation

(2).

Equation (5) was used fo predict the tensile strength for all of the conditions of the first
experiment, The highest predicted value was 9. 203 and occurred for the coordinates (X], X3,

X4, Xs, Xé, X7)= (1, -1, 1, 1, =1, =1} which are:
Primary Forging Temperature 1900°F
Secondary Forging Temperature 1300°F
Number of Secondary Steps 12
In-process Annealing Temperature 1600°F
Final Annealing Condition None
Test Temperature 2000°F

The conclusions obtained from equation (2) are consistent with the preceding list of conditions,
with the understanding that primary forging temperature was concluded to be insignificant,
and the fina! annealing condition and secondary forging temperature were thought to be of

doubtful significance,

The conclusion that the amount of secondary forging is the most potent variable raises the
question: "How much forging can be done without causing cracking or other deterioration ?"
increasing the secondary forging temperature from 1300°F to 1500°F caused a strength reduc~
tion of doubtful significance. Can significance for this supposedly important variable be
clearly demonstrated by investigating it over a wider temperature interval? Should the in-
creased total reduction be mainly at the primary or at the secondary forging temperature,
and what will be needed in the way of in-process annealing? The first degree and inter-
action effects of the primary forging temperature were insignificant between 1700°F and
1900°F, suggesting that the primary forging temperature should be fixed at 1800°F. Under
this condition, the investigation of practical limits for the total reduction should be done in

a manner that will answer the preceding questions on processing temperatures. The questions
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on temperatures can be answered by a small experiment, and the points of such an experiment
can be regarded as establishing discrete vectors with distance along the vectars being the

achievable total reduction. The appropriate experiment is described in the next section,

DESCRIPTION AND DATA - SECOND FORGING EXPERIMENT

Nine forgings were prepared on the second experiment as described in Table E-7. The results
of elevated temperature tensile tests are given in Tables E-8 and E-9. Photographs of the nine
forgings in the as-forged condition are presented in Figure E-1. A direct dependence of
material soundness on the magnitude of forging and annealing temperatures was noted on

this experiment and is discussed in this figure.

STATISTICAL ANALYSIS - SECOND FORGING EXPERIMENT - DR. A. HOLMS,
NASA-LEWIS RESEARCH CENTER

This experiment and the resulting test data are summarized in Tables E-7 through E-9. Note
that a five-fold replication of test data was obtained for forging number 16 (Table E-8). The
median value of this data was used in enalysis. Independent variables are matched to natural

and design units for the second experiment in Table E-10,

Because the tota! number of reductions and the amount of total reduction was constant for this
experiment, the variables X2 and X ,, defined in Table D-2, are completely correlated and
cannot be included simultaneously in the fitted model. The choice of which to include is

arbitrary. The first on the list, X2, was chosen.
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Table E-7. Processing Conditions = Second Forging Experiment®

Primary Forging Conditions In;l;r:ec;ss Secondary Forging Conditions

Forging %R/ Temperature Temperature %R/ Temperature

No. |Steps | Step CK) | €F) CK) | CF) Steps | Step | (CK) | °F)
9 2 15 1255 | (1800) None 12 15 922 1 (1200)
10 4 15 1255 | (1800) None 10 15 922 | (1200}
11 6 15 1255 | (1800) None 8 15 922 | (1200)
12 2 15 1255 | (1800) 1144 | (1600) 12 15 922 | (1200)
13 4 15 1255 | (1800} 1144 | (1600) 10 15 922 | (1200}
14 6 15 1255 | (1800} 1144 | (1600) 8 15 922 | (1200)
15 2 15 1255 | (1800) None 12 15 1144 | (1600)
16 4 15 1255 | (1800) None 10 15 1144 | (1600)
17 6 15 1255 | (1800) Nonelz 8 15 1144 | (1600)

*

Material (Appendix A): Preform heat 3114
Total Reduction: 85-90%

Forging Direction (Appendix C): Parallel to the forging direction used in preform
manufacture,

In-process Anneal Time: 1800 seconds (1,/2 hour)

Forging Operation: Mechanical press
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Table E-8. 1366°K (ZOUOOF) Tensile Data - Second Forging Experiment

Foras Ultimate Strength 0. 2% Yield Strength .
orging > Elongation
No. Condition MN/m? | (ksi) MN/m (ksi) (%)

9 As-forged 21.4 (3. 08) 20.9 (3. 02} 3.0
10 As-forged 32,0 (4.62) 25,2 (3. 64) .5
10 Annealed* 33.7 (4. 86) 30.6 4.42) 3.0
11 As-forged 34.5 (4.97) 31.9 (4. 60) 3.0
11 Annealed 34.6 (4. 99) 31,1 (4. 48) 6.0
12 As-forged 51.8 (7. 47) 43,9 (6.32) 4,5
12 Annealed 43,3 | (6.22) 2.6 | .14 2.0
13 As-forged 53.1 (7. 66) 37.7 (5. 43) b.
13 | Annealed 49,0 | (7.08) 46,7 (6. 73) 2.0
14 As-forged 57.1 (8.22) 46,2 (6. 68) 6.0
14 Annealed 54.3 (7. 83) 53.7 (7.72) .5
15 As-forged 60.8 (8.76) 59.4 (8. 58) 3.5
15 Annealed 68.9 (9.92) 67.6 (9. 74) 3.5
16 As-forged 77.8 1(11.20) 75.8 (10, 90) 3.0
16 As-forged 88.1 |(12.70) 86.8 (12, 50) 3.0
16 As-forged 84,0 |(12.10) 81.1 (11. 70) 2.0
16 As-forged 88.1 |{(12.70) 86.8 (12, 50) 2.0
16 As-forged 75.7 |(10.90) 75.0 (10, 80) 3.0
16 Annealed 65,0 (9. 38) 63.9 (9. 20) 3.0
17 As-forged 58. 2 (8. 40) 57.1 (8.22)
17 Annealed 56.9 (8. 20) 55.6 (8. 00) .0

* Annealing conditions: 1800 seconds at 1589°K (1/2 hour at 2400°F)
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Table E-9. 1422°K (ETOOOF) Tensile Data - Second Forging Experiment

Ultimate Sirength

0. 2% Yield Strength

Forging 5 5 Elongation
No. Condition MN,/m (ksi} MN /m (ksi) (%)
12 Annealed* 45,5 {6.57) 43,4 (6. 26) 3.0
13 As-forged 36,4 (5. 24) 28.3 (4.08) 3.0
13 Annealed 32.8 4.73) 32,8 (4.73) 0.8
14 As-forged 42.0 (6.07) 34,3 (4. 95) 4,5
14 Annealed 39.4 (5.68) 36.4 (5. 25) 1.5
15 As-forged 53.6 {(7.73) 52,2 (7. 54) 4,5
15 Annealed 52,0 (7. 50) 51.5 (7.43) 3.0
16 As-forged 63.5 (9.16) 63.1 (%.10) 4,5
16 Annealed 49.6 {(7.17) 48.8 {(7.03) 2.0
17 As-forged 65,6 (9.47) 64,8 (?.35) 5.0
17 Annealed 62.0 (8. 95) 62.0 (8. 95) 1.5

* Annealing Conditions: 1800 seconds at 1589°K (1,/2 hour at 2400°F)
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Figure E-1, Part (a). Forgings 9, 10, and 11,
The condition of these forgings was the poorest of the 68 prepared on the entire program.
They were secondary forged at the lowest temperature investigated, 922°K (1200°F),
without higher temperature in-process annealing. (Dye penetrant used to accentuate cracks).

oy

r >
o
= 4
s S
- =
20
- D
o
-



T
N
o

Figure E-1, Part (b). Forgings 12, 13, and 14,
These were secondary forged at 922°K (1200°F) and in-process annealed at 1144°K (TéOOOF).
Lesser cracking in comparison to forgings 9, 10, and 11 is attributed to in-process annealing.
[Dye penetrant inspection used to accentuate cracks).
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Figure E-1, Part (c). Forgings 15, 16, and 17,
These were secondary forged at 1144°K (1600°F). Lesser cracking in comparison to
forgings 9 to 14 is attributed to use of a higher forging temperature. The quality of
these forgings typifies the wide majority of those prepared on the program. (Dye
penetrant used to accentuate cracks).
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Because X, was present in the experiment at three levels, coefficients could be estimated for
terms of both first and second degree in this variable. The actual combinations of variables
investigated are shown by Table E-11, In general, two factor and some higher order inter-
action coefficients could be estimated. One exception concemsr)(3 and X5. Only one level
of X5 was investigated at the upper leve! of X3 so that neither the two factor coefficient for
these variables nor any higher order interaction coefficient invelving them could be estimated.
Similar remarks apply to the combination of X5 and X7 where only the lower leve!l of X was
investigated at the lower level of X A careful study of the levels of the independent
variables actually present in the experiment as shown in Table E-11, suggested that the fol-

lowing model could be fitted to the data:
Y= BB Xy HhXg +BX5+ BXy
2
+ ﬂ5x7 + B6x2 +BX X, +BgX X,
+ ﬁgxzx 6 TPo%Xs T B XXy

¥ B X X, + B g XX + By X X,

+ 13]5)(.;,)(3)(‘5 + ﬂ]6X2X3X7 + 3] 7X2X5X6

2

By gXog XXy ¥ By XX Xy BygX Xy
2 2 2

+ 32] X2X5 + ﬁ22X2X6 + 323)(2)(

+ 324)(2)(3)(6)(7

, ©)
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Table E-10, Independent Variables - Second Forging Experiment

Independent Variable Natural Units . Design Units
Number of Primary Reductions Z, 2 X, -1
0
i
Secondary Forging Temperature 23 1200°F X3 -1
1600°F ]

In-Process Annealing Temperature 25 1200°F X5 -1
1600°F 1

Final Annealing Condition Z " No treatment X 6 -1
1/2 hr. , 2400°F S

Test Temperature 27 2000°F X7 -1
2100°F 1
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Table E-11, Data in Statistical Form - Second Forging Experiment
Test
% X3 X5 Xe X Y o rﬁ.}?f’ T?f’"}g
-1 -1 -1 ~1 -1 3.08 9 2000
-1 -1 1 -1 ~1 7.47 12 2000
-1 -1 1 1 -1 6,22 12 2000
-1 =1 1 ] 1 6.57 12 2100
-] 1 1 -1 -1 8.76 15 2000
-1 1 1 -1 1 7.73 15 2100
-1 1 1 1 -1 ?.92 15 2000
-1 1 1 1 1 7.50 15 2100
0 -1 -1 -1 -1 4,62 10 2000
0 -1 -1 1 ~1 4.86 10 2000
0 -1 1 ~1 -1 7.66 13 2000
0 -1 ] -1 1 5.24 13 2100
0 -1 1 1 -1 7.08 13 2000
0 -1 1 ] 1 4,73 13 2100
0 1 1 -1 -1 12.10 16 2000
0 1 1 -1 1 9.16 16 2100
0 ] 1 1 -1 9.38 16 2000
0 1 1 1 1 7.17 16 2100
] -1 -1 -1 -1 4,97 11 2000
1 -1 -1 1 -1 4,99 11 2000
1 -1 1 -1 -1 8.22 14 2000
1 -1 I -1 1 6. 07 14 2100
1 -1 1 1 -1 7.83 14 2000
1 -1 1 1 1 5.68 14 2100
1 1 1 -1 -1 8.40 17 2000
1 1 1 -1 ] 9.47 17 2100
1 1 1 1 -1 8. 20 17 2000
1 1 ] N 1 8,95 17 | 2100
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The experiment was planned for 36 conditions;but eight were not achieved, so only 28 con~
ditions were available for estimating the 25 coefficients of equation (6). The data were
fitted by the model of equation (6) using the NEWRAP procedure of Reference 5 in which the
mean squares for rejected coefficients are pooled into the residual variance, which, in turn,
is used as the estimate of the error mean square. The nominal confidence level used was

0.900. The significant terms of equation (6) we-re as follows:

Y = 6,343
+ 1.597X,
A+ _1 . 446 X
- 0 386 Xg
- 1.280X%,
- 0.284X.X, (7)
+0.632X,X X,
- 0,737 X2X
273
2
+ 0.475X5X,
2
+ 0,949 X2 X7

Equation (7) shows an absence of the first degree term in X,, the number of primary forging
steps. The second degree term in X2 is present but not as the pure term X; Instead, it is

coupled with X3, Xé, and X7. This implies that there exists a maximum or a minimum on

XZ’ depending on the values of X3, Xé' and X7.
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The large positive coefficient of X3 (the secondary forging temperature) suggests that jts

upper level (X3 = 1) would be preferred. The same statement applies to X5, the in-process
annealing temperature. The first degree coefficient of Xé (the final annealing condition)

was of the same order of magnitude as some of the interaction terms containing Xé. This

would imply that the effect of )(6 is very much dependent upon the levels of the other variables,
The first degree effect of X7 (the test temperature) is quite large, as would be expected,

At the lower test temperature, X7 = -1, equation (7) specializes to:

Y =  7.623

2

- 0.949 X2

+ 1,597 X3

+ 1,446 XS

- 0,632 )(2)(3
2

- O 737)(2)(3
2

+  0.475 X2 X6

- 0,284 X5X6

The large negative coefficient of Xg suggests that among the test levels, X2 = =1, 0 o1,

the level of zerc is preferred. This conclusion becomes doubly applicable in view of (1) the
coefficient of X3, which is large %nd positive, suggesting the level of X3 = 1 would be

favored, and (2) the interaction X2X3 is negative for X3 = 1, but setting X2 = 0 would

nullify this term. Using the preferred values of X2 =0 and X3 =1, equation 8 reduces fo:
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Y = 9,220
+ 1.446X5
9
- 0.386)(6
-0.284x5><6

The strong positive coefficient of )('5 suggests that it be set at its upper level, In this case,
because the coefficients of the remaining terms are negotive, Xé should be set at its lower

level,

In summary, the results for lower test temperature of 2000°F indicated that an optimum
partitioning of the primary and secondary forging process occurred at four primary reductions
at 1800°F followed by 10 secondary reductions at the higher secondary temperature of 1600°F.
The higher secondary annealing temperature of 1600°F was generally preferred, but the final

annealing condition of 1/2 hour at 2400°F was detrimental.

At the upper test 'rerﬁperufure, X7 =1, equation (7) becomes:

Y = 5,063
+ 1. 597)(3
+ 1.446)(5
- 0.386 x6
2 (10)
+ . 0,949 X
2
+ 0,632 X2X3
2
- 0. 737’-)(2)(3
o 2
+ 0.475X2X6
- 0,284 X5X 6
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The large positive coefficients of X3 and X5 suggest that they should be set at their upper

levels reducing the equation to:

Y = 8.106
+ 0,632 X,
v 0.212% (m
- 0.670X,
2
+ 0.475)'(2X6

The experiment was run at the following (XE’ Xé) combinations: (-1, ~1), (0, -1), (I, -1),
(-1, 1), (0, 1), and {1, T). Substitution into equation (11) revealed the best combination

to be (1, -1), i.e., six primary reductions and no final annealing treatment.

The preferred levels for maximumizing strength at the upper test temperature, which are X3 =1,
X5 =1, X2 =1, X6 = -1, correspond to use of the highest secondary forging and in-process
annealing temperatures, six step primary forging, and no final annealing treatment, Processing
for the development of optimum strength at 2100°F compared to 2000°F differed only in the
partitioning of primary and secondary forging steps. Four primary and 10 secondary steps

were preferred for 2000°F strength, while 6 and 8 was the optimum partitioning for strength

at the higher temperature.

The really significant conclusion obtained from this analysis was that within the bounds of the
second forging experiment, an increase of secondary and in-process annealing temperatures
improved strength. These observations can be verified by careful examination of the raw
dafa (Tables E-8 and E-9). Such a conclusion on the effect of secondary and in process

annealing temperatures leaves unanswered such questions as:

1. Can an increase in strength be achieved by going to primary forging

temperatures much higher than those investigated thus far?
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2. Can an increase in strength be achieved by going to higher secondary

forging temperatures?

3. If the primary forging temperature is to be higher than the secondary
forging temperature, what is an idea! partitioning of the amount of

reduction at each temperature ?

The investigation thus far has been concemed with the optimization of strength as a function
of process variables without regard to how the forging cost would vary with these variables.
An important cost factor is the number of steps, which can be reduced by going to large
step sizes. Successf_ul forging at large step sizes might depend upon the temperature and
thus any investigation of low cost forging practices should be coupled with an extensive

investigation of temperature effects. These considerda ions suggest the question:

4, What is the effect of step size and what are the interactions between
step size and the temperature variables discussed in the previous three

questions?

The preceding four interrelated questions call for the design and performance of a factorial

experiment as will be described in the next section,

DESCRIPTION AND DATA - THIRD FORGING EXPERIMENT

Twenty-three channel die forgings were produced on this éxperiment as described in Table
E-12. Some assessment of what influence forge piece orientation and prior extrusion have
on properties was included in this experiment (Forgings 36-40). The results of 1366°K
(2000°F) tensile tests are given in Table E-13.
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Table E-12. Processing Conditions - Third Forging Experiment*®

Primary Forging Conditions Secondary Forging Conditions
Forging %R/ Temperature %R/ Temperature
No. |Steps | Step °K) | F) Steps | Step CK) { CF)
18 1 39 1577 | (2200) 4 39 1577 | (2200)
19 1 39 1394 | (2050) 4 39 1394 | (2050}
20 1 28 1394 | (2050) 6 28 1144 | (1600}
21 1 28 1394 | (2050) 3 48 1144 ] (1600)
22 1 28 1394 | (2050) 6 28 1255 | (1800)
23 1 28 1394 | (2050) 3 48 1255 | (1800)
24 1 28 1255 | (1800) 6 28 1144 | (1600)
25 1 28 1255 | (1800) 3 48 1144 | (1600)
26 ] - 28 1255 | (1800) 6 28 1255 | (1800)
27 ] 28 1255 | (1800) 3 48 1255 | (1800)
28 1 48 1394 | (2050) 6 28 1144 | (1600)
29 T | 48 1394 | (2050) 3 48 1144 | (1600)
30 1 48 1394 | (2050) 6 28 1255 | (1800)
31 1 48 1394 | (2050) 3 48 1255 | (1800)
32 1 48 1255 1 (1800} 6 28 1144 | (1600)
33 1 48 1255 | (1800) 3 48 1144 1 (1600)
34 1 48 1255 | (1800) 6 28 1255 | (1800}
35 1 48 1255 }(1800) 3 48 1255 | (1800)
36 1 39 1325 {(1925) 4 39 1200 | (1700)
37 1 39 1325 | (1925) 4 39 1200 | (1700)
38 1 39 1325 |(1925) 4 39 1200 | (1700)
39 1 39 1325 [ (1925) 4 39 1200 | (1700)
40 1 39 1325 [(1925) 4 39 1200 | (1700}

* Material (Appendix A): Forgings 18-39; preform heat 3115, Forging No. 40,
extruded bar heat 3111

Total Reduction: 85-90%,

Forging Direction (Appendix B): Forgings 18-37; parallel to preform farging direction.
Forgings 38 & 39; perpendicular to preform forging direction. Forging 40; perpen-
dicular to the extrusion axis, Material placed with the extrusion axis parallel to
the length of the channel die.

Forging Operation: Mechanical press
E-30



Table E-13. 1366%K (2000°F) Tensile Dato - Third Forging Experiment

Ultimate Strength

0. 2% Yield Strength

Forging 2 5 Elongation
MNo. Cenditian MN,/m {ksi) MN /m (ksi) (%)
8 As-forged 13.8 (1.99) 7.8 {1.13) 42,4
Annealed* 106.5 (15.20) 104, 5 ‘ {15, 20} 3.0
19 ° As=forged 14,8 ( 2.13) 9.2 { 1,33} 40,2
Annealed 102.0 (14.70) 102.0 (14. 70} 3.0

20 As=forged 60.4 {8.71) 59.1 ( 8.52) 4,6 .

Annealed 40,3 ( 8.70) 57.7 (83D 4,5
21 As-forged 55.4 { 7.9%} 54,5 { 7.88) 4.5
Annealed 56,6 ( 8.17) 54. 4 ( 7.85) 4,5
22 As=forged 109. 5 (15. 80} 109.5 (15.80) 1.5
Annealed 118. 5 (17.10) 118. 5 (17.10) 3.0
23 As-forged 102.0 (14, 70) 9e. 1 {14, 30} 3.7
’ Annealed 114, 4 (16. 50) 113.7 {16. 40) 2.3
24 As-forged 70.0 {10, 10) 70.0 {10.10) 1.4
Anneoled 68.2 { 9.85) 66, % { 9.65) 53
25 As-forged 63.5 | (9.16) 62,6 (9.02) 4.4

e b g wented 69,0+ (_9_97‘)_ — -&8:6 |- ..(_9‘_90).._ _ 2.3 .
26 As-forged 122.0 | (17.60) | 1220 | (17.60) 1.4
- Annealed 1117 (16.10) 1M.7 (14, 10} 3.8
37 " As—forged 89, 4 | (12,50 89.4 . { (12.90) 1.5
Annealed 1146, 4 {16.80) 16,4 (16. 80} 2.3
28 As—forged 61.7 ( 8.78) 61.7 { B.78) 5.0
Annealed 73.5 (10. 60} - - 3.0
29. | Asforged 81.6 | { 8.77) 61,6 ( 8.77) 2.8
Annealed 59.6 { 8.40) 59.6 (8.15) 4.6
30 ‘As-forged 111.0 | (16.00) 1.0 (16.00) 2.2
Annealed @57 (13.80) 5.7 (13.80) 2.3
i As-forged 102.0 (14, 70) 101.0 (14, 60) 2.2
Anneoled 102.0 (14, 70) 102, 0 (14. 70} 2.3
32 As-forged 71.4 (10.30) 67.0 ( 9.68) 5.3
Annealed 66,9 { 9.66) 64,5 ( 9.30) 4.5
33 As-farged 76,2 (11,00) 75.6 (10,90 5.3
Annealed 72.1 (10. 40) 71.4 {10, 30} 3.8
34 As-forged N2.2 | 06,200 | 1122 | (16.20) 2.3
Annealed 102.0 | 0470 | 1020 (14.70) 1.5
a5 As-forged 01,0 | (14.60) | 101.0 {14, 60) 2.3
Annealed 83.1 {13.00) 83.1 (13. 00) 3.0
38 As-forged BO. 5 {11, 60) 80.5 (11.60) 3.8
Annenled 73,5 (10, 60) 73.5 (10. 60) 6.0
37 As-forged 85.1 (12.30) 85.1 (12.30) 3.0
Annealed g9.5 | (12.90) 89. 5 (12. 90) 3.8
38 As-forged 64,3 { .28} 63,1 (2.10) 3.0
Annealed 53.3 { 7.69) 51.6 ( 7.44) 3.8
39 As-forged 73.5 {10. 60) 65. 4 { 9.43) 2.2
Annealed 714 | (10.30) 71.4 {10, 30) 1.5
40 As-forged 70.0 (10,10 68,4 [ 9. 88) 3.0
Annealed 88.8 {12, 80) 84.6 (12.20) 4,5

* Annealing Conditions: 3600 seconds at 1616°K (1 hour at 2450°F)
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OFf the forgings prepared, those numbered 20 through 37 comprised the statistical portion of
the experiment. Forgings 18 and 19 were prepared using conditions suggested by the
results of microstructural examinations made on material forged on the first and second ex-
periments, which uncovered a comrelation between grain size and strength ond suggested
that very high forging temperatures be investigated, Forgings 18 and 19 were simply fabri-
cated at the highest practical temperatures using five equal reductions. Very similar fabri-
cation was conc luded after additional statistical work to be adequate for achieving superior
strength in forged material. (Superior strength is developed by combining high temperature

forging and fina! annealing. )

STATISTICAL ANALYSIS - THIRD FORGING EXPERIMENT - DR. A. HOLMS,
NASA-LEWIS RESEARCH CENTER

The statistical portion of the third forging experiment was a two-level on five variable in-
vestigation, The matching of independent variables is shown in Table E-14. The model

ordinarily fitted fo this experiment is:
Yo Byt RXy RBXy BXg T Xy + By

+ 136)(])(2 +57X]X3 +[38X1X4 + 69XTX6

B, XoXg + B XX, + B X X,

TP XX+ By X X,

+P %%
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Jable E~-14. Independent Variables - Third Forging Experiment

Independent Variable Natural Units Design Units
Primary Forging Temperafure Z.l 1800°F Xy -1
1925°F 0

2050°F 1

Primary Step Reduction Z, 28% )(2 -1
39% . 0

48% 1

Secondary Forging Temperature 23 1600°F Xq -1
1700°F 0

1800°F 1

Secondary Step Reduction 24 28% Xy -1
39% 0

48% o

Fina! Annealing Condition 26 None X6 -1
! hr., 2450°F 1
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T8y Xy XXy B X XX, B gX KoK

¥ B X XXy By X XaX o 4Py X X X,

B, )Xo XX,y FBpaXoXaX g + 8y Xy Xy X

8, XX Ko + 8y Xy Xy Xg Xy ¥ By Xy KoK 3K

+ 328 X] XZ)(A_)(6 + ﬁ29 X] X3X4X6

+ 330)(2)(3)(4)(6 + 83] X]X2X3X4X6

The fitted equation using the NEWRAP progrqm(4)

their absolute mognitudes is:

Y = 12,316
+ 2. 951 XS
- 0. 477X2X

- 0. 376X4
+0,360X,;X

173

- 0,348 X2X 5

- 0,328 X2X3X "

+ 0. 284 X] X3X4

-0.273 X]
+0.272 )(3)(4X6

+ 0. 261 X]X2X3X4X6

+ 0. 228X4X6

- 0.219X2X4X6

-0.2]TX3X4

+0, 189 )'(])'(2)(‘4)‘(6

3
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If the data from the center point forgings (forgings 36 and 37) are omitted, the model given by
equation (12) can also be fitted by the methods of references 3 and 4. Such a procedure was
followed using the ordering of the data shown in Table E~15, The consequence was that the
15 largest absolute value coefficients were decided to be significant. In the order of the

absolute values of these coefficients, the fitted equation is:

Y = 12,374
+2. 951 X3
- 0. 477)(2)(3
- 0,376 X4
_+70. 360 }(1 X3 |
~ 0,348 X2X6
- 0.328 X2X3X6

+0.284X, XX, | | 08
- 0.273X, |

+ 0,272 X3X4X6

+ 0, 261 X1X2X3X4X6
+0. 228)(4)(6

- 0.219X2X4X6

-0.2”)(3)(4

+0, 189X, X, X X

1727°47°6
- 0. 172X, X X

17476

The term -0, 172 X]X4X6 was found in equation (14) and not (13); but except for this, the two

relationships were identical,

The variable X3, secondary forging temperature, is most potent in equation (13). Setting X3=]

yields:

E-35



Table E-15. Data in Yates' Order - Third Forging Experiment

X] =XE, X2=XD, X3=XC, X4:XB' X6=XA

Forging Strength Forging Strength
No. Treatment (ksi) No. Treatment (ksi)
24 (1) 10,10 20 e 8.71
24 a 9.85 20 ae 8.70
25 b 9.16 21 b e 7. 99
25 ab 9. 97 21 abe 8.17
26 c 17,60 22 ce 15.80
26 ac 16,10 22 ace 17,10
27 b c 12,90 23 bece 14,70
27 abc 16.80 23 abce 16. 50
32 d 10.30 28 de 8.78
32 ad 9.66 28 ade 10. 60
33 b d 11,00 29 bde 8.77
33 abd 10, 40 29 abde 8. 60
34 cd 16.20 30 cde 16,00
34 acd 14,70 30 acde 13.80
35 bcd 14,60 3] bcde 14,70
35 abcd 13.00 31 abecde 14,70
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Y = 15325
- 0. 477X,
- 0,585X,
+0.087X, (16)
- 0.676 XX,
+0.284X,X,
+0. 500X X,

+ 0.. 450 X]X2X4X6

- 0.219)(2)(4)(6

Ec;;uction (16) was specialized to the uppér secondary forging temperature of 1800°F. Con-
spicuously large terms revealed by this were: -0, 676 X2X6, -0, 585 Xy 0. 500 X4X6, and
-0, 477 X, The first degree terms in X 4am:l Xy indicated they should be used at their lower
levels, but ’r_he preferred level of X, was less clear. Because the coefficient of the first

degree term of X4 is numerically larger than that of X2, the next step was to set X4 = -1,

With the size of the secondary forging step set at the lower level, X4 = -1, equation (16)

reduces to:

Y = 1590
-0.477)(2
-0.457)(2)(6
- 0.500X

6
- 0. 450X

1 XX

6

In equation (17), the largest coefficient is that of the first degree term in X(,' For X6 = =1,

no final annealing treatment, equation (17) reduces fo:
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Y = 16,410
- 0. 020)'(2
-0, 197)(]

+ 0, 450)(1)(2

Equation (18) indicates that X, and X, should both be set at =1, This corresponds to the primary
forging conditions of 1800°F and 28% reduction.

The preferred levels of the independent variables,approximately in order of their relative im-

portance, are:

Secondary Forging Temperature 1800°F
Secondary Forging Step Size 28%
Final Annealing Condition None
Primary Forging Temperature 1800°F
Primary Forging Step Size 28%

Of the five variables examined, increasing the secondary forging temperature caused an over-
whelmingly large improvement in strength. This was apparent in the sign and magnitude of the
coefficient of this variable, X3, in equations (13) and (14). It can be verified simply by
exomination of the raw data (Tables E~12 and E-13), which will consistently reveal higher
strength for material secondary forged at the highest temperature investigated, 1800°F. Be-
cause of this, still higher forging temperatures were investigated on the fourth experiment,

Also, since the influence of primary forging temperature on strength was small, it was eliminated
as o variable. Experiment 4 investigated a 1800 to 2050°F forging temperature range, and a

16 to 28% range of forging reductions, Forging reductions at and below the minimum level
exomined on the third experiment were chosen. The hasis for this was the statistical conclusion

obtained from the third experiment, namely, that forging reductions in the range of 39 to 48%

might be too large.
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REMARKS ON STRATEGIES OF FIRST THREE FORGING EXPERIMENTS - DR. A, HOLMS,
NASA-LEWIS RESEARCH CENTER

The individual tensile values are each subject to random experimental errors (such as material
variability, processing variability, and testing variability), and are, therefore, by them-
selves not suitable measures of the progress that has been made in an optimum seeking inves-
tigation. Predicted values, from the model equations, are less subject to such errors, and

will, therefore, be used as the basis of the following discussion.

The predicted value for the mid-point (design center) of the experimental space is given by

the constant term of the model equation because that point is the point for which all of the

x-values are zero.

THE OUTPUT OF THE NEWRAP program contains predicted values for each of the points of
the experiment as computed from the final model equation (the equation with insignificant

terms deleted). From such outputs, the maximum values for each experiment were noted.

Ultimate

Forging Tensile, ksi
Experiment Condition Equation 2000°F
First Design center 2.a 7.008
Maximum ‘ 5 9.203
Second Design center 8 7.623
Maximum 7 11.336
Third Design center 13 12,316
Maximum 13 17.021

The preceding tabulation illustrates the fact that the strategy of altemate performance of

small designed experiments and mathematical modeling of the results assures that steady

progress will be made.
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DESCRIPTION AND DATA - FOURTH FORGING EXPERIMENT

Eleven forgings were prepared on this experiment as described in Table E-16. Assessments
of how forged properties are influenced by prior extrusion {forgings 42, 45, 48, and 51), and
by Dynapak forging and piece orientation (forgings 44, 50, and 51), were included in this
experiment. The resulis of 1366°K (2000°F) tensile tests are given in Table E-17,

STRESS-RUPTURE EVALUATION - SELECTED THIRD AND FOURTH EXPERIMENT FORGINGS

A few selected forgings prepared on the third and fourth experiments were tested to evaluate
stress=rupture properties at 1366°K (2000°F). Selection was made to test material ranging

in 1366°K tensile strength from 69. 4 to 128. 1 MN/m? (test material ranging in 2000°F tensile
strength from 10 to 18, 5 ksi). The results of stress-rupture tests are summarized in Table E-18,
Alf evaluated material was annealed at 1616°K for 3600 seconds prior to testing (annealed

at 2450°F for 1 hour).

GRAIN SIZE EVALUATION - SELECTED FORGINGS

Metallographic examination was made to define the grain size of selected material forged on
the first four experiments. The entire ranges of high temperature tensile strength observed
for as-forged and annealed material were represented in the sample selection. Grain dimen-
sions were measured in the three orthogonal longitudinal, long transverse, and short frans-

verse directions.

Grain size data are reported in Table E~19. The samples examined are identified by forging
number, condition, and ]36§°K (2000°F) tensile strength. Data for the starfing materials
and calculated average grain diameters and aspect ratios are included in the table. The

method of grain size measurement is described in Appendix D.
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Table E-16. Processing Conditions - Fourth Forging Experiment®
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Laboratory

Forging Conditions
Forging Temperature
No. Steps %R/Step K) °F)
41 7 28 1255 (1800)
42 7 28 1255 (1800)
43 7 28 1283 (1850)
44 9 22 1311 (1900)
45 9 22 1311 (1900)
46 9 22 1339 (1950)
47 13 16 1366 (2000)
48 13 16 1366 {2000)
49 13 16 1394 (2050)
50 22 1311 (1900)
51 9 22 1311 (1900)

* Material (Appendix A): Forgings 41,43, 44,46,47,49, and 50; preform
heat 3115. Forgings 42, 45,48, and 51; exiruded bar heat 3111,

Total Reduction: 85-20%

Forging Direction (Appendix B): Forgings 41,43,44,46,47,49, and 50;
parallel to the preform forging direction. Forgings 42,45, and 48;

perpendicular to the extrusion oxis. Material placed with the

extrusion axis parallel to the length of the channel die.

Forging 51; perpendicular to the extrusion axis. Material placed
with the extrusion axis perpendicular to the length of the channel

die,

Forging Operation: Forgings 41 to 49; mechanical press
Forgings 50 and 51; Dynapak
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Table E=17. 1366°K (2000°F) Tensile Data - Fourth Forging Experiment

A Ultimate Strength 0. 2% Yield Strength Elongation
Forging 7 2
No. Condition MN/m (ksi) MN /m (ksi} (%)
41 As-forged 79.9 (11, 50) 76.3 (11,0} 3.0
41 Annealed* 84.0 (12.10) 84,0 (12, 10) 4,6
42 As-forged 88.9 (12. 80) 73.6 (10, 60) 6.9
42 Annealed 77.8 (11.20) 71.5 (10. 30) 6.2
43 As-forged 18.3 ( 2.64) 13.1 (1.88) 19,2
43 Annealed 1mm.,7 (16.710) § 109.5 (15. 80) 3.0
44 As-forged 64, 4 { 9.28) 64,4 ( 9.28) 3.8
44 Annealed 106, 5 (15.40) | 106.5 (15. 40) 3.0
45 As-forged 80.5 (11.60) 64.0 ( 9.22) 5.4
45 Annealed 72,9 (10. 50) 72.9 (10. 50) 2.3
46 As-forged 17.6 ( 2, 54) 11.4 { 1.65) 43.8
46 Annealed 114, 4 (16.50) | 114.4 (16. 50) 3.0
47 As-forged 19.8 ( 2.86) 15.8 ( 2.28) 23.0
47 Annealed 128.1 (18.50) | 119.1 (17.20) 5.4
48 As-forged 15,9 ( 2.29) 13.2 ( 1.90) 26,2
48 Annealed 113.0 (16,30) | 106.8 (15. 40) 10.0
49 As-forged 13. 4 ( 1.93) 8.9 (1.28) 36,2
49 Annealed 113.0 (16.30) | 109.5 (15. 80) 9.2
50 A;s-forged 81.1 (11.70) 64,8 ( 9.32) 6.2
50 Annealed 89.5 (12, 90) 78.5 (11, 30) 6.2
51 As-forged 71.5 (10. 30) 64,4 ( 9.28) 5.4
51 Annealed 78.5 (11.30) 72,2 (10, 40) 6.2

* Annealing conditions:
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Table E-18.
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* .
1366°K (ZOOOOF) Stress-Rupture Data - Thermomechanical Studies
p

_ Rupture
- Forging Stress ~ -Stress Time Elongation
No. MN/’m2 (kst) thours)** (%)
18 48.5 7.0 453. 4 *Ex
18 55.4 8.0 41,6 el
22 48.5 7.0 28.7 ool
22 34,7 5.0 596.0
to fo +
43. 6 6.3 240,0
to to -+
48.5 7.0 73.3 hohk
24 48.5 7.0 0. 07 il
.24 . 41,6 4. 6.0 0,23 - 23
26 48.5 7.0 20.8 rkE
26 43.6 6.3 95.0 ol
27 18.5 7.0 0.85 *hk
27 41,6 6.0 24,9 1.0
- 37 48,5 7.0 Q.08 el
37 31.2 4,5 1.4 1.7
44 48.5 7.0 1.7 0.7
44 45.0 . 6.5 6.3 0.6
46 9.3 10.0 0. 51 1.1
44 62,4 2.0 59 *E*
46 55.4 8.0 5.8 i
46 48, 5 7.0 159.3 0.5
47 48,5 7.0 334,6
to fo +
69.3 10.0 94,9 it
47 55.4 - 8.0 215.3
to to +
, 72.8 10,5 35.0 el
47 65,9 2.5 155.8 i.9
49 52.0 7.5 282.5
to to +
S 62,4 2.0 277.1 AR
49 76,2 11.0 0. 03 Hww
49 69.3 10,0 0. 50 2,2

* %k

* k&

Specimens annealed 1 hour at 1616°K (2450°F).

On tests involving stress changes, rupture time is the value given
for the highest stress level. The time periods over which these

tests were held ot lower stresses are elso reported.

These specimens could not be suitably reassembled to allow

measurement of rupture elongation,
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Table E-19.

Grain Size Data - Selected Forgings

Forging Sample l366°|;(2 °FiT1. 5, fvg. Gruin_Dirnen;'loni', pm | Avg, G;o..i.n_[iial.‘/"’_'j pm _Grfin Aspact Ruiios_

Mo, Condition MN /m {ksi) L T t d= [; LTH) L/t T

Preform | Tensile tested** 18.6 { 2,6B) 1.4 1.1 - 1 e LA-1.3) -
1 Forged 65.7 { 9.48} 8.7 6.4 4.2 7.6 2,1 1.5
4 + 57.1 { 8.23) 9.1 7.1 5.1 8.6 1.8 1.4
5 Tensile** 50.9 ( 7.32} 4.5 6.8 5.9 8,7 1.4 1.2
10 Tested 32.0 { 4.62) a1 4,7 2.0 .8 1.5 2.4
g N 13.8 { 1.99} 1.4 1.2 0.9 1.4 1.6 1.3
22 " 109.5 (15.80) [ 2N 182 818 189 2,7 2.2
24 " 70.0 {10. 10} 14,8 7.6 6.9 1.3 2,1 1.1
37 " 85,1 {12, 30) 30.5 23.8 16.6 28,6 1.8 1.4
40 " 70.0 (10.10) 18.8 7.9 8.8 1.0 2.1 0.9
46 " 17.6 ( 2. 54} 1.1 1.1 0.7 1.2 1.6 1.4
48 " 15.8 (2.27) 1.1 0.9 1.1 1.3 1.0 0.8
49 " 13.4 ( 1.93) 1.5 1.7 0.8 1.3 1.9 2.1

Extruded bar Annealed* - (18.9) | 3000 1200 - 2000"" (LT =2.5) -
I Forged 50.8 {7.31) 10,3 6.7 5.2 8.8 2,0 1.3
4 + 49,0 { 9.97} 13.5 5.5 7.4 10.2 1.8 0.7
5 Annealed * 47.4 (6.83) | 8.2 4.8 5.0 7.2 1.6 1.0
10 " 337 { 4,83) 6.7 4.8 3.7 6.1 1.8 1.3
18 " 105, 4 (15.20) {2950 1410 660 1724 4.5 2.1
22 " 118.5 {17.10) 210 1ot 103 1&1 2,0 1.0
24 " 48. 2 { 9. 85} 14,0 21 6.9 1n.e 2,0 1.3
26 " nez (16, 10} 219 103 75.5 148 2.8 1.4
37 " 89.2 (12. 90) 14.2 1.7 B.¥ 14,2 1.6 1.3
40 " 88.8 (12. 80} 10,9 5.1 10.2 10.3 1.1 0.5
446 " 114,3 (T6.50) | 1265 945 314 898 4.0 3.0
47 " 128.1 (18, 50) | 1820 9590 1040 1470 1.6 1.0
48 " 113.0 {16.30) | 1520 880 642 1180 2.4 1.4
49 " 1nio (16.30) | 1160 718 533 945 2.2 1.3
* —L, Tt average groin dimensions in the longitudinal, long transverse, and short transverse directions.
{Refer ro Appendix D. }

** Tensile tested of 1366°K (2000°F).
ik d= (f—',_l_—l.Tl)]/3 Mutually orthogenal directions ore L, L, T for preform moterial, (See Appendix B.)
* Annealed ot 1589 ~ 1644°K (2400-2500°F).
++
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EVALUATION OF OPTIMUM FORGED MATERIAL

Data gathered on the first four experiments demonstrated, unequivocally, that the high temper-
ature strength of forged TDNiCr depends largely upon forging temperature and final heat treat
condition. Material displaying the best combination of elevated temperature tensile and stress
rupture strength was produced by forging in the temperature range of 1255 to 1577°K (1800 to
2200°F) followed by annealing at ~1616°K (~ 2450°F). In this condition, forged TDNiCr
closely approached or surpassed optimally rolled sheet in elevated temperature strength. As

a result, o more thorough investigation of the properties of optimally forged TDNiCr was made.

Seventeen channel die forgings were prepared to thoroughly evaluate optimally forged material.
A summary of the processing conditions used is given in Table E-20.  Further assessments of how'
forged properties are influenced by prior extrusion, forge piece orientation, and Dynapak

forging were also included in this experiment (forgings 52-55).

The "optimum forging temperature” was chosen as 1366°K (2000°F). This is simply ther midpoint
of the forging temperature range which produced material of superior elevated temperature

strength*. Forging involved seven steps each of nominally 28%, accomplishing a total reduction
of 85 to 90%. Materia! prepared on the prior four experiments, which displayed good high tem-
perature strength, was produced using anywhere from 5 to 14 forging steps. Use of seven forging

steps for "optimum processing” simply represented a compromise toward the more practical lower

extreme of this range,

The resulis of tests run to assess how prior fabrication history, forge piece orientation, and
forging methods influence the tensile and stress-rupture behavior of optimally forged material

are reported in Tables E-21 and E-22. Data defining the temperature dependency of the tensile
properties of optimally forged preform stock are presented in Table E-23, Optimally forged
preform stock was also tested to determine the temperature dependency of stress-rupture prop-
erties, and evaluated by electron microscopy to measure the distribution of ThO, particles. These
data are summarized in Tables E-24 and E-25,

* Superior strength after high temperature annealing.
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Table E-20, Processing Conditions Used for Optimum Forging

Optimized Forging Conditions

Forging Starting Forging %R/
No. Material* Material** | Steps |Step Temperature
52 « 54 Bar Heat 3111 | Mechanical
Press
55 Preform Dynapak 7 | 28 1366°K (2000°F)
‘Heat
56 - 68 3116 Mechanical *kdk
Press

*  Appendix A,

*%

Forging Direction:
(Appendix B}

to the length of the channel die.

Forgings 52 & 53; perpendicular to the extrusion axis.
Material placed with the extrusion axis perpendicular

Forging 54; perpendicular to the extrusion axis.
Material placed with the extrusion axis parallel to the
length of the channel die.

Forgings 35 ~ 68; parallel to the perform forging direction,

**% 85 - 90% total forging reduction.
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Table E-21. 1366°K (2000°F) Tensile Properties® -

Optimum Forged Bar and Preform Stocks

. . . . Ultimate Sl'ren;qth 0. 2% Yield Strength |Elongation
Forging | Starting Forging [Forging®** [— 2 >
No. Material Method [Direction | MN/m (ksi) MN /m {ksi) %
53 Extruded Mechanical } 1, 1 105, 3 (15.2) 24,1 (13.6) 0.9
54 Bar Press L, It 128, 1 (18.5) 114,2 (16. 5) 7.5
55 Dynapak | I 92.9 (13, 4) 80, 4 (11.6) 4.0
Preform .
56 Mechanical | 3.0 | (e.3) | mao |63 | 2.2

*%

Samples annealed 3600 seconds at 1616°K (1 hour at 2450°F),

1,1

axis perpendicular to the length of the the channel die.

1,0

axis parallel to the length of the channel die.

Forging direction perpendicular to the extrusion axis.

Forging direction perpendicular to the extrusion axis. Material placed with the extrusion

Material placed with the extrusion

1 Forging direction parallel to the preform forging direction.

@
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Table E-22, 1366°K (ZOOOOF) Stress-Rupture Properties® -
Optimum Forged Bar and Preform Stocks

8y-1

Rupture Rupture
Forging Starting Forging Forging** |Stress 2 Time Stress Time Elongation

No. Material Method | Direction |MN/m {ks) (ksi) thours) %

52 41,6 504 6.0 140.0 -

to + to +
48.5 130 7.0 36. 0 3.6
52 Extruded Mechanical 1.1 55.4 - 1.8 8.0 0.5 1.1
53 Bar Press 48.5 36. 0 7.0 10, 0 1.3
53 45,0 84.0 6.5 23.3 1.5
54 Extruded Mechanical 1,1 48.5 >550% 7.0 [>153F il
Bar Press 62.4 380 2.0 105.5 ko
69,2 225 10,0 62, 4 3.2
71,2 25,2 11.0 7.0 *kk
55 - Preform Dynapak [ 48.5 3.2 7.0 0.9 1.2
41.6 30.2 6.0 8.4 2.0
38. 1 60.8 5.5 16, 9 il
38.1 2.0 5.5 2.5 *kk
62 Preform Mechanical It 48,5 522 7.0 140. 5 1.9
Press 52.0 655 7.5 182, 0 1.4
55,4 19,8 8.0 5.5 1.8
55,4 69.0 8.0 19, 1 1.1
59.0 0.7 8.5 0.2 1.5
* Samples annealed 3600 seconds at 1616°K (1 hour at 2450°F),

** 1,1 Forging direction perpendicular to the extrusion axis. Material placed with the extrusion axis per-

pendicular to the length of the channel die.

1, Il Forging direction perpendicular to the extrusion axis. Material placed with the extrusion axis
parallel to the length of the channel die.

I Forging direction parallel to the preform forging direction.

***  These specimens could not be suitably reassembled to permit measurement of elongation.

+ Test terminated due to o temperature excursion and melting resulting from control thermocouple failure.
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Table E-23, Temperature Dependency of Tensile Properties -

Optimum Forged Preform Stock

Forging Test Temperature Ultimate Strength 0.2% Yield Strength Elongation
No.* |Condition** | CK) ©F) MN/m? ksi) | MN/m? (ksi) (%)
56 As—f R.T. (R.T.) 1080 (155, 6) 979 (141. 5) 9.1
56 A : 880 (126.9) | 525 ( 75.8) 17.5
57 As—f 364 ( 200) 1045 (150,2) | 965 (139.7) 8.8
57 A : 854 (122.6) | 508 (73.2) 18.0
58 As-f 476 ( 400) 920 (142,3) | 899 (129.7) 7.4
58 A 795 (114, 2) 459 ( 66.2) 14, 6
59 As-f 588 { 600) 980 (140, 7) 828 (119.2) 7.2
59 A 799 (115.1) 539 ( 77.8) 14,0
60 . As—f 700 ( 800) 888 (127.9) | 805 (116.0) 5.9
60 A 758 (109. 2) A4 ( 59.7) 15.8
61 As=f 811 (1000) 725 (104. 4) 667 ( 96.1) 3.8
61 A 662 (95.7) 384 ( 55.3) 17.6
62 As—f 922 (1200) 152 ( 22.5) 121 ( 17.5) 29.0
62 A 455 ( 65.6) 323 ( 46,6) 9.6
63 As—F 1033 (1400) 60, 2 ( 8.7) 55,4 ( 8.0 53.7
63 A 278 ( 40.1) 269 ( 38.9) 4.8
64 As—f 1144 (1600) 40, 9 ( 5.9) 34.0 ( 4.9) 33.3
64 A 192 (27.7) 181 ( 26,0) 4,7
65 As-f 1255 (1800) 27.0 ( 3.9) 23.6 ( 3.4) 36, 3
65 A 146 ( 21.0) 142 ( 20.6) 2.8
58 As-f 1366 (2000) 19,4 ( 2.8) 16,0 ( 2.3) 44,0
56 A 113 ( 16.3) 113 ( 16.3) 2.2
57 A 1477 (2200) 81.0 ( 11.7) - - 0.1

*

All of these forgings were fabricated from the same starting material in an identical manner. Forging

numbers were assigned to test specimens so that any forging, which might differ significantly in mech-

anical properties from the others, could be identified.
# As—f - As-forged. A - Annealed 3600 seconds at 1616°K (1 hour at 2450° F).

&
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Table E-24, Temperature Dependency of Stress-Rupture Properties® -

ptimum Forged Perform Stock

Rupture Rupture
Forging Test Temperature Stress 9 Time Stress Time Elongation

No. CK) CF) MN /m (ks) {ksi) (hours) %

65 1033 (1400) 243 0. 07 35,0 0. 02 *

65 208 0. 29 30.0 0,08 2.1
65 174 5.1 25.0 1.4 2.9
61 156 1. 44 22,5 0.4 1.3
61 152 53.7 22,0 14.9 2.7
61 149 217 20,0 60. 3 1.8
60 1255 (1800) 83.0 16.9 12,0 4.7 0.7
63 83.0 3.6 12.0 1.0 0.9
60 76.1 124 11.0 34,5 1.4
63 76. 1 13.0 11,0 3.6 0.9
60 69,2 2550 10.0 709, 3 1,2
57 73.0 270 10, 5 74,9 1.6
57 86.8 0. 04 12,5 0. 01 *%

62 1366 (2000) 48,5 522 7.0 140. 5 1.9
62 52.0 655 7.5 182.0 1.4
62 55,4 19.8 8.0 5.5 1.8
62 55.4 69,0 8.0 19,1 1.1
60 59.0 0.7 8.5 0.2 1.5
b4 1489 (2200) 48,5 0.4 7.0 0.1 1.3
64 41.6 2.5 6.0 0.7 1.0
64 34,7 0.7 5.0 0.2 *%

64 27.7 64,5 4.0 17.9 *k

65 24,3 332 3.5 92,1 ke

65 20. 8 227 3.0 63.3 1.1

%%

Samples annealed 3600 seconds af 1616°K (1 hour ot 2450°F ).

Specimen could not be suitable reassembled to measure elongation.
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Table E=25, Particle Size Distribution in Optimally Forged TDNiCr*

Diamehﬁr Range Number
mx 100 of
{Angstoms) Particles

0-150 94
50 - 100 256
100 - 150 287
150 - 200 178
200 ~ 250 86
250 - 300 36
300 - 350
350 - 400
400 - 450
450 - 500
500 - 550
550 - 600
600 - 650
650 - 700
700 - 750
750 - 800
800 - 850
850 - 900
200 - 950
950 - 1000
1000 - 1050
1050 - 1700
1100 - 1150
1150 - 1200
1200 - 1250
1250 - 1300
1300 - 1350
- 1350 - 1400

1750 - 1800
2350 - 2400 ]
TOTAL 1010

~1

MO"‘*‘ONOOQ-HM—'—'-INQJQMU\O‘O‘S

* Preform forging stock
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EVALUATION OF OPTIMUM FORGED AND SHOCK TREATED MATERIAL

Preform stock channel die forged to plate and onnealed to optimize high temperature strength
was shock freated then examined to evaluate what influence this would have on mechanical
properties. The material used for the experiment was taken from channel die forgings 66
through 68. Forging conditions are reported in Table E-20. The shock treatment experiment
is summarized in Figure E-2, Results of hardness, tensile, and stress-rupture evaluations of

the shock treated material are given in Tables E-26 and E~27,

TURBINE VANE FORGING

This experiment was intended to qualitatively judge the feasibility of forging turbine parts
from TDNiCr. It involved forging an inlet guide compressor vane normally produced from a
stainless steel. The part chosen is made by Kelsey-Hayes Company of Utica, New York.
Fabrication from TDNiCr involved the same die setups and reductions used for stainless steel
forging. Forging stock, 1.27 cm diameter rod (1/2 inch diameter), was prepared by swaging
extruded bar at 1366°K (2000°F).

The sequence of forging operations involved is illustrated in Figure E-3. (TDNICr parts are
shown at the various forging sfages.) Forging was done at 1339 - 1366°K (1950 - 2000°F).
Each upset was accomplished using five blows, but the two subsequent forging operations
were each single blow steps. Slight cracking occurred during upset forging, but the manu=-
facturer felt minor die modifications could have eliminated it. A total of five vanes were
forged with the results generally concluded fo indicate it would be feasible to produce similar

turbine parts by forging TDNiCr.
Tensile and stress-rupture properties were evaluated for vane forged material at 1366°K

(2000°F). These data are reported in Table E-28, The high temperature sirength of these

forgings fell far short of the best level achieved on channel die forged material.
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Optimum Forged and Annealed TDNiCr
Material: Forgings 66 - 68 (Table E~13)
Form: Six plates each 3.8 cm x 7.6 c¢m (1-1/2 inch x 3 inches)
Condition:  Annealed 3600 seconds at 1616°K (1 hour at 2450°F)
Shock Wave Treat (Agpendix C)
2.3 x 104 MN/m
(3.3 x 10% psi)
[ !
3 plates 3 plates
Anneal Single-shock
1800 seconds at 1366°K Wave Treated
(1/2 hour at 2000°F) ‘ Material

Shock Wave Treat
2.3 x 104 MN/m?2
(3.3 x 100 psi)

Double=Shock
Wave Treated

Mloferiol
Evaluate
Tensile and Hardness OptlquI
Stress~Rupture Changes and
at 1366°K (2000°F) Electronmicroscopy

Figure E~2. A Summary of the Shock Treatment Experiment
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Table E-26. Hardness and 1366°K (2000°F) Tensile Properties -
Shock Treated Material

Material A Hardness* Ulﬁmqtze Strength 0.2% Yizeld Strength |Elongation
Condition A DPH MN/m (ksi) MN,/m (ksi) %
Single=-shock treated | 285 to 396 125.5 (18.1) 125.5 (18.1) 0.0
Double~shock freated | 285 to 388 117.0 (16.9) 117.0 (16.9) 0.0

* Hardness of the forged plus 1 hour 1616°K (2450°F) annecled material was 285 DPH.
Hardness prior to annealing was 365 DPH.

Table E-27, 1366°K (2000°F) Stress-Rupture Properties -
Shock Treated Material

Rupture Rupture
Material Stress 2 Time Stress Time Elongation
Condition MN /m (ks) {ksi) thours) %
Single=shock treated 62.3 292 9.0 81.0 1.3
59.0 28.1 8.5 7.8 1.0
Double-shock treated 48.5 84.2 7.0 23.4 1.5
52.0 53.0 7.5 14,7 1.3
55.4 24,8 8.0 6.9 1.6
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Forging Stock

Upset Dovetail

Figure E-3.  Turbine Vane Forging Stages.
1X TDNIiCr parts are shown for each forging stage.
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Table E-28. 1366°K (2000°F) Tensile and Rupture Properties* - Turbine Vanes

Ultimate Strength

Yield Strength

Rupture Stress

Rupture Time

Elongation
N‘\N/m2 (ksi} MN/m2 (ksi) MN/m2 {ksi) ks (hrs. ) %
88.0 (12.7) 86.8 (12. 5) - - - - 1.5
- - - - 34.7 (5. 0) 21.3 (59 1.7
- - - - 41,6 (6.0) 42.5 (11.8) 1.4

* Material annealed 3600 seconds at 1616°K (1 hour at 2450°F)
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APPENDIX F

AN EXPERIMENT RELATING MICROSTRUCTURE TO FORGING HISTORY
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INTRODUCTION AND SUMMARY

TDNiCr coupons were forged on this study at 1200, 1311, and 1422°K (1700, 1900, and ZTOOOF).
Reductions up to 85% were covered. Macro and microstructures were examined for as-forged
material and for material subsequently annealed at 1450, 1533, and 1616°K (2150, 2300,

and 2450°F). Microstructures ranging from extremely fine to grossly coarse were produced

by the spectrum of conditions examined. Grain sizes spanned from very nearly suboptical to

~ 500 pm. The results displayed conclusively that increasing the forging reduction and
annealing temperature favored development of coarse grain microstructures. Evidence was

also obtained to indicate extremely coarse TDNiCr microstructures of ~200 to 500 pm grain

size are developed by secondary recrystallization,

EXPERIMENTAL A PPROACH

~Separate sets of TDNiCr coupons machined from preform stock were upset forged at 1200,

1311, and 1420°K {1700, 1900, and 2100°F), A typical set of coupons is shown in Figure

F-1. Four coupons were cylinders, and the other was a very flat truncated cone. Each was

forged to approximately 0, 50 cm (, 20 in. } thick discs. A continuous range of reduction from maximum
at the center to essentially zero at the edge was obtained by forging the fruncated cone. This
coupon was used to cover the low range of reductions for material forged at 1311 and 1420°K

(1900 and 2100°F). The cylinders were employed to span reductions from ~50 to 85% in

increments of 10 fo 15%. Only the four cylindrical coupons were forged at 1200°K (1700°F),

and the reduction range from 15 to 75% was covered. Reported forging reductions are accurate

to within + 5%.

The coupons were heated at temperature for 1 hour in an air furnace. They were placed on
large Inconel plates used to transfer them to the forge to minimize loss of temperature. Also
in an effort to minimize cooling, three very small nichrome tabs were welded in a tripod

pattemn onto the bottom of each coupon preventing the surface from contacting the cold
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forge platten. lubrication was provided by coating the forge plattens with an oil -graphite
suspension and the coupons with a glass compound, These coatings also serve as insulating
barviers. In spite of the precautions taken, some heat loss must occur from the time a coupon
is taken out of the fumace to the forging impact; approximately 10 seconds elapse during
this period. This unavoidable heat loss was anticipated to be in the neighborhood of 56°K
(T00°F); and to compensate for it, fumace temperatures were set by this amount above the
reported forging temperatures. Forging temperatures are conservatively estimafed to be
accurate within + 23°K (+ 50°F). Each coupon was upset forged on a model 1220C Dynapak

in one blow,

A ‘summary of the procedures used to fabricate, sample, and examine a forged disc is presented
in Figure F =2, Four samples of "pie wedge" configuration were removed from each disc by
sawing along radial directions. These were used to characterize macro and microstructures

in the as-forged condition and after one hour anneals at 1450, 1533, and 1616°K (2150,

2300, and 2450°F). Note that examination was made on a radial plane.

RESULTS AND DISCUSSION

Macrostructure

All samples were first examined in a macroetched condition, A uniform grain appearance
was obtained for material in the as-forged state, but grossly heterogeneous grain conditions
were uncovered in several samples given large reductions prior to annealing. A typically
observed heterogeneous grain condition is displayed in Figure F-3. Note that a central
band of coarse grains formed in that region of the sample nearest the original center of the
forged disk. This band spread into two forks at approximately mid-radius. By comparison,

a much finer structure formed in regions near the original surfaces and edge of the forging.
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Dynapak Forged :
in One Blow h. - h
2

TD~-Nichrome
Cylinder \
Forged
Disc
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=
N
.
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|
1
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TN X N~

Examine Radial
Macrostructure and Microstructure

Conditions:  As-forged
1 hr/1450°K (2150°F)
1 hr/1533°K (2300°F)
1 he/1616°K (2450°F)

Remove Four "Pie Wedge" Samples

Figure F-2. Experimental Fabrication, Sampling, and Examination Procedures
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Original Center of
the Forged Disc

Surface
; Edge
il Surface

+— Radius of the

Forged Disc

Figure F-3. The Radial Macrostructure of a Typical Heterogeneous Grain Sample. 2X.

The rguteria! received a nominal forging reduction of 75% and was annealed for 1 hour at
1616°K (2450°F).
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The upset forging procedure used on the experiment is believed responsible for development of

the heterogeneous grain conditions. if during this process lubrication is not perfect, the frictional
constraint placed on top and bottom surfaces of the forging billet causes nonuniform deformation.
A schematic representation of this effect(é) is presented in Figure F-4, Deformation is uniform
throughout the cross section of a billet upset forged under conditions of idea! lubrication; part

{a), Figure F-4. In real cases, however, perfect lubrication is not achieved, and the resulting
restraint can cause surface and edge regions to undergo little deformation while a reduction

greater than nominal is produced in the central area; part (b).

Radial secfions of material forged under conditions of high surface friction are shown in part (c),
Figure F-4, The regions.of high and low deformation match, respectively, the coarse and fine
grain areas noted in heterogeneous grain material; compare the schematics given in part {c} with
the macrostructure shown in Figure 3. This is taken as evidence that formation of heterogeneous
grain structures is a consequence of nonuniform deformation resulting from surface friction present
during upset forging.

h h ot h b
The relationship -h——h—-gives the approximate reduction obtained in the central region of
material upset forgu!ed—un}t;ler conditions of high surface restraint (h; and h, are the original and
final forging heights, and y is the thickness of the slightly deformed surface regions). A calculation
based upon this relationship for the sample whose macrostructure is shown in Figure F-3 revecled
that the actual deformation obtained in the central portion was close to 90% as opposed to the

nominal 75% level.

Microstructure

Microshﬁcfural and- diffraction characteristics of the TDNiCr perform forging stock were presented
in Figure A-1. The material displayed longitudina! and transverse grain dimensions of 1.4 and
1.1 um (Table E-9). Continuous Debye rings obtained on a Laue' back reflection diffraction
pattern confirmed its fine grain size, and separation of the rings into Ko and Kay doublets in-
dicated a stress relieved condition. Room temperature hardness of the material was a rather high

365 Vickers, probably a reflection of its extremely fine grain state.
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Figure F-4. The Influence of Friction on Metal Deformation and Macrostructure
Friction causes little deformation in surface and edge regions while the central area

receives a reduction greater than nominal; part (b). Regions of high and low deformation
match coarse and fine grain areas found in some samples, part ).
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Microstructures of forged and annealed material ranged from extremely fine to grossly coarse
grained but could be separated into a few categories. A duplex grain condition composed
one of these categories and was most frequently observed. One grain constituent of this
microstructure type was 1.3 pm or smaller in size. The other displayed a single grain size

falling in the range of approximately 5 to 20 pm.

Typical duplex grain microstructures are displayed in Figure F-5, The microstructure shown

in part {a) of the figure was observed in material forged 60% at 131 1°K (]900°F). The very
fine grain constituent is not resolved in the photomicrograph and appears dark. This con-
stituent, classified as type A, had an appearance and grain size identical to that of the
starting material in some samples. 1n others, it displayed a smaller grain size, and frequently,

grain features could not be resolved*,

The second constituent in the duplex microstructure shown in part (a) of Figure F-5 was composed of
distinct grdins of white appearance which average ~5 um in size. This constituent is clas-
sified as type B. The size of B grains observed in A + B duplex microstructures spanned from

~5 to 20 pm.

Heat treatment had the effect of increasing the B grain proportion in many samples which dis-
played the A + B microstructure as=-forged. This is exemplified by the other microstructures shown in
Figure F-5. The B grain proportion in material forged 60% at 131 1°K (1900°F) is only approx-
imately 10%, part (a) Figure F-5, Heat treatment for one hour at 1450°K (2150°F)and 1616°K
(2450°F) increased the amount of B grain to roughly 50 and 90%; parts (b) and (c), Figure F-6.
Note also the associated decrease in hardness with increased B grain proportion. This was

general observation made on material which underwent a change in dominant microstructural

feature from the A to the B constituent.

* Grain features indistinct at 1500 magnification,
/
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Figure F-5. Typical Duplex Grain Microstructures, 500X. (a) forged 60% at 1311°K (1900°F),
368 Vickers hardness, the type A grain constituent (dark) occupies 90% of the microstructure;
(b) a+1 hour at 1450°K (2150°F), 349 hardness, B grains (light) and the A constituent each
occupy 50% of the microstructure; (c) a+1 hour at 1616°K (2450°F), 278 hardness, 90% of the
microstructure is composed of type B grains., (Black spots are voids which once contained
CrpOgq particles.)
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Annealing in some instances caused microstructural changes beyond A~tc-B grain transition.
Microstructures of grain size averaging greater than 20 um, classified as type C, were formed

in these cases,

Type C microstructures displayed a very broad grain size range. Grains 20 to 50 pm in size
composed the microstructure of samples in which structural change had proceeded only slightly
beyond the point at which B grain formation eliminated the A constifuent. Where structural
change proceeded far beyond A-to-B grain transition, type C microstructures dominated by
200 to 500 um grdins were developed. Because of this, fype C microstructures will be sub~
divided into two categories, G for the initially formed 20 fo 50 pm structure, and C, for the
grossly coarse grain condition. Grain characteristics of the various TDNiCr microstructures

observed are summarized in Table F-1.

Heterogeneous grain samples displayed the A + B and C, or C,, microstructures. Examples of
these conditions are shown in Figure F-6, Material forged 75% at 1200°K (1700°F) then
annealed at 1533°K (2300°F) developed a type C.I microstructure in the severely deformed
central portion of the sample, and the A + B condition in the lesser deformed areas, part (a)
Figure F-6. Microstructure types C, and A + B developed in correspondingly similar locations

in material forged 75% at 1311°K (1900°F) then annealed at 1533°K (2300°F), part (b),
Figure F-é.

Microstructures formed as a function of forging and annealing conditions are summarized in
Table F-2. Predominent microstructure or grain types arbitrarily defined as occupying 70% or
more of a sample are underlined. Two microstructures are reported for samples displaying

heterogeneous grain condition.



Table F=1. Observed Microstructural Characteristics

Grain
Microstructure Condition Grain Size Range*
A Uniform Unresolved** to 1.3 um
A+B Duplex A as above
: B 5to 20 um
< Mixed 20 to 50 pm
C2 Mixed 200 to 500 pm

*  Microstructures were generally stightly elongated,and grain
sizes are an average of length and width dimensions, Reported
grain sizes are estimated to be accurate within + 50%,

** Grain features indistinguishable by optical microscopy at 1500X.
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Radial
Macrostructures

(@) 500X (b) 150X

Figure F-6. The Microstructures of Two Heterogeneous Grain Samples. The macrostructures
are oriented as shown in Figure F-3. (a) forged 75% at 1200°K (1700°F) and annealed 1 hour
at 1533°K (2300°F), microstructural change in the severely deformed central region progressed
slightly beyond the A-to-B grain transition developing a type Cy structure; (b) the extremely
coarse type Co microstructure formed in the central region. Both samples displayed the

A + B microstructure in surface and edge areas.
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Table F-2. Relationship of Microstructure to Thermomechanical Condition

Annealing Conditions and Microstructures Developed*
Forging Conditions I hr. at 1 hr. at I hr. at
Nominal 2150°F 2300°F 2450°F
Temp. % Red. | As-forged | (1450K) (1533K) (1616K)

15 A A A+B A+B
1700°F 25 A +B A+B A+B A+B
(1200K) | 55 | A+3 | A+B A+B A+B

75 A +B A+B&C A+B&C A+B&C

15 A A+B A +B A+B

25 A+B A+B A +B A+B
1900° F 40 ,5+B é+B A+B A+_B
(1311K) 50 A+B A+B AtB A+B

65 A+B A+B A+B A+B

75 A+B A+B A+B &Gy A+B&Co

84 A+B A+B&Co A+B&C2 A+B& G

15 A A +B A +B C

25 A +B A +B A +B Cy
2100°F | 45 | A4 | A+ A+B C
(1422K) A A A 2

60 A+B A+B A+B Co

70 A+B A+B ATB&GC, A+B&Co

84 A+B A+B A+B&Co A+B&Co

*  Refer to Table A-1 for a description of the microstructure codes.
Constituents occupying 70% or more of a sample are underlined.
Two microstructures are reported for samples displaying a heterogeneous grain condition.
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The microstructure of material forged 15% at the three study temperatures was A type and
similar in appearance to that of the starting stock. Material given higher reductions dis-
played the A + B microstructure with the A constituent generally predominant, Grain
features in the A constituent of these microstructures became increasingly indistinct* as

forging reductions increased, indicating development of a heavily strained condition.

Specimens forged at 1200°K (1 700°F) then annealed at the three study temperatures displayed
the A + B microstructure or the heterogeneous A + B and C] condition. A change in dominant
feature in the A + B microstructures from the A fo the B constituent generally occurred with

increasing annealing temperature,

Annealing at increasingly higher temperatures also promoted an A-to;B grain transition in
material forged Qp to 65% at 1311°K (1900°F). The heterogeneous grain A + B and C2 con-

dition generally developed in material more severely deformed at this temperature.

The microstructures of samples forged up to 60% at 1422°K (2]00°F) changed insig'nificunfly
upon subsequent heat treatment at the two lower temperatures. However, the coarse type C
microstructures developed in these samples when heat treated at 1616°K (2450°F). Annealing
at 1533 and 1616°K {2300 and 2450°F) promoted the heterogeneous grain A + B and C2 con-
dition in samples forged 70 and 84% at 1422°K (2100°F).

In summary, an increase of annealing temperature generally produced coarser grain conditions.
‘This was represented by an increase of B grain proportion in A + B microstructures and for-

mation of type C microstructures.

* |ndistinct at 1500 magnification.
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Similar grd n conditions developed in as-forged material regardless of forging temperature.

The influence forging temperature had on the microstructures developed by subsequent annealing
was mixed. In some instances, formation of coarse grain conditions (type C microstructures)
appears favored by a low forging temperature; compare data for samples annealed at 2150°F
(]450°K) after forging 75 to 84%. Formation of coarse grain microstructures appears to be
promoted by a high forging temperature in other cases; compare data for material annealed

at 2450°F (1616°K).

Data is compared ot constant reduction and annealing temperature to evaluate a forging tem-
perature influence. However, the assumption that nominal reduction is an exact measure of
deformation may be incorrect in some cases. The possibility that nonuniform deformation
occurred during forging resulting in deformation being less than nominal in some locations and
greater than this level in others has been pointed out. As o consequence, the actual deformation
conditions may differ between samples even though they were given the same nominal reduction
making it impossible to conclusively evaluate any forging temperature effect. However,

results obtained from studies reported in Appendix E definitely established that development of

coarse grain annealed microstructures is promoted by higher forging temperatures.

The influence reduction had on annealed microstructures can be obtained from data on hetero~
geneous grain samples. This condition developed in material given very high nominal forging
reductions pfior to annealing. 1t has been postulated to result from nonuniform deformation
and characterized by formation of the A + B microstructure ‘in regions of low deformation and
type C grain structures where deformation exceeded the nomina! level. [t follows that a large
amount of deformation must favor the formation of type C {coarse grain) microstructures upon

subsequent annealing.
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MECHANISMS

The increase of B grain proportion with increasing annealing temperature noted in the A+ B
grain microstructures of many samples resembles a primary recrystallization process. A decrease
'+ hardness observed as the amount of B grain increased in these microstructures, and the
extremely fine grain or highly strained appearance of the A constituent both lend support to

the operation of this mechanism, Furthermore, development of the A + B microstructures in
material as-forged 25 to 84% would be difficult to account for by a mechanism other than B
grain formation by recrystallization. The heat and strain energy present at the conclusion of

a forging event were presumably sufficient in these cases to begin the recrystallization process,

it follows logically that the processes of grain growth and secondary recrystallization occurred
to form the coarser grain type C microstructures. However, neither mechanism is likely to
account alone for the broad approximately 20 fo 500 um type C grain size range. Secondary
recrystallization is undoubtedly responsible for formation of the huge 200 to 500 pm grains in
microstructures designated as type Co. Microstructures of type C.', one order of magnitude

smaller in grain size, could represent a stage of grain growth,
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